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CODE INLET OUTLET CAPACITY ELEMENTS PCS.

CS2.010 W 20x1/14" lf W 20x1/14" lf 4 Kg./h 2 6/10

CS3.010 W 20x1/14" lf W 20x1/14" lf 4 Kg./h 3 5

CS4.010 W 20x1/14" lf W 20x1/14" lf 4 Kg./h 4 5

CODE INLET OUTLET CAPACITY ELEMENTS PCS.

CF2.010 W 20x1/14" lf W 20x1/14" lf 4 Kg./h 2 8

CF3.010 W 20x1/14" lf W 20x1/14" lf 4 Kg./h 3 5

CF4.010 W 20x1/14" lf W 20x1/14" lf 4 Kg./h 4 5

CODE INLET OUTLET CAPACITY ELEMENTS PCS.

CL2.010 W 20x1/14" lf W 20x1/14" lf 4 Kg./h 2 8

CL3.010 W 20x1/14" lf W 20x1/14" lf 4 Kg./h 3 5

CL4.010 W 20x1/14" lf W 20x1/14" lf 4 Kg./h 4 5

CODE INLET OUTLET CAPACITY ELEMENTS PCS.

CM4.010 W 20x1/14" lf F 3/8" 4 Kg./h 2 8

CM6.010 W 20x1/14" lf F 1/2" 6 Kg./h 2 8

CM12.01 W 20x1/14" lf F 1/2" 12 Kg./h 2 8

CODE INLET OUTLET CAPACITY ELEMENTS PCS.

CKM.004 W 20x1/14" lf F 3/8" 4 Kg./h 2 8

CKM.006 W 20x1/14" lf F 1/2" 6 Kg./h 2 4

CKM.012 W 20x1/14" lf F 1/2" 12 Kg./h 2 4

COMPLETE MINI COLLECTOR WITH NON-RETURN VALVE UNI 7131 NORM 
WITH FLEXIBLE JOINTS AND FIRST AND SECOND STAGE REGULATORS

COMPLETE 2-3-4 CONNECTORS SPECIAL CENTRAL APPLIANCE WITH                                                   
NON-RETURN VALVE UNI 7131 NORM WITH FLEXIBLE JOINTS AND 
REGULATOR

COMPLETE 2-3-4 CONNECTORS CENTRAL APPLIANCE WITH                                                   
NON-RETURN VALVE UNI 7131 NORM, FLEXIBLE JOINTS AND REGULATOR

COMPLETE 2-3-4 CONNECTORS LATERAL APPLIANCE WITH                                                   
NON-RETURN VALVE UNI 7131 NORM, FLEXIBLE JOINTS AND REGULATOR

COMPLETE MINI COLLECTOR WITH NON-RETURN VALVE UNI 7131 NORM 
WITH FLEXIBLE JOINTS AND REGULATOR
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CODE INLET OUTLET CAPACITY ELEMENTS PCS.

CR2.010 W 20x1/14" lf F 3/8" 6 Kg./h 2 8

CODE INLET OUTLET CONNECT. LENGHT PCS.

101.001 W 20x1/14" lf W 20x1/14" lf FF cm. 50 1

101.010 W 20x1/14" lf W 20x1/14" lf FF cm. 100 1

101.020 W 20x1/14" lf W 20x1/14" lf FF cm. 150 1

101.100 W 20x1/14" lf M 1/4" MF cm. 50 1

101.110 W 20x1/14" lf M 3/8" MF cm. 50 1

101.120 W 20x1/14" lf M 1/2" MF cm. 50 1

CODE INLET OUTLET CONNECT. LENGHT PCS.

101.G01 W 20x1/14" lf W 20x1/14" lf FF cm. 50 1

101.G04 W 20x1/14" lf W 20x1/14" lf FF cm. 75 1

101.G06 M 3/8" M 3/8" MM cm. 50 1

101.G08 W 20x1/14" lf W 20x1/14" lf FF cm. 100 1

101.G15 M 3/8" F 1/2" GIRELLO MF cm. 150 1

101.G20 M 3/8" F 1/2" GIRELLO MF cm. 200 1

CODE INLET OUTLET LENGHT PCS.

105.001 W 20x1/14" lf W 20x1/14" lf cm. 60 1

105.002 W 20x1/14" lf W 20x1/14" lf cm. 100 1

CODE INLET OUTLET LENGHT PCS.

105.011 W 20x1/14" lf W 20x1/14" lf cm. 60 1

105.012 W 20x1/14" lf W 20x1/14" lf cm. 100 1

105.013 W 20x1/14" lf W 20x1/14" lf cm. 120 1

FLEXIBLE RUBBER HOSE

KIT WITH COMPLETE MINI COLLECTOR AND INVERTER UNI 7131 NORM WITH 
FLEXIBLE JOINTS AND REGULATOR

FLEXIBLE STEEL REINFORCED HOSE 

FLEXIBLE REINFORCED INOX HOSE 

FLEXIBLE REINFORCED INOX COATED HOSE 
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CODE INLET OUTLET PCS.

110.N10 F 1/2" F 1/2" 1

110.N20 F 1/2" F 1/2" 1

110.N30 F 1/2" F 1/2" 1

110.N40 F 1/2" F 1/2" 1

110.N50 F 1/2" F 1/2" 1

110.N60 F 1/2" F 1/2" 1

111.N10 M 1/2" F 1/2" 1

111.N20 M 1/2" F 1/2" 1

111.N30 M 1/2" F 1/2" 1

111.N40 M 1/2" F 1/2" 1

111.N50 M 1/2" F 1/2" 1

111.N60 M 1/2" F 1/2" 1

CODE CONNECTIONS VERSION PZ.

110.C13 FF 1/2" BASIC 12

110.C14 FF 1/2" BASIC 12

110.D13 FF 1/2" BASIC+2 COLLARS 12

110.D14 FF 1/2" BASIC+3 COLLARS 12

110.E13 FF 1/2" BAS+2COL+INSERT 12

110.E14 FF 1/2" BAS+3COL+INSERT 12

110.AC1 1

110.AC2 1

110.AC3 1

CODE VERSION DIAMETER COLOUR PRESSURE MT.

102.050 RUBBER 8x15 ORANGE 20 bar 50/100

102A10 THERMOPLASTIC 8x13 BLUE 0,2 bar 50/100

CODE VERSION DIAMETER COLOUR MT.

104.A10 THERMOPLASTIC 13x20 WHITE 50/100

500

750

1000

1250

1500

FLEXOGAS STAINLESS STEEL FLEXIBLE HOSE - FIXED LENGTH -
CORRUGATED WALL - TO JOINT DOMESTIC APPLIANCES - EN 14800 NORM

LENGHT mm. 

2000

750

1000

1250

1500

2000

LPG HOSE IMQ APPROVED UNI 7140 NORM

NATURAL GAS HOSE IMQ APPROVED UNI 7140 NORM

500

FLEXIBLE HOSE CSST DN12, IN STAINLESS STEEL AISI316L THICKNESS 
0,30 mm. COVERED WITH YELLOW PE SHEATH THICKNESS 0,5 mm.  
ASSEMBLED WITH TWO 1/2" NUTS COMPLETE WITH GASKETS PRODUCT 
STANDARDS UNI EN 15266 AND UNI 7129 INSTALLATION STANDARDS

LENGHT mm.

3000

2 COLLARS SETS+2 SCREWS+2 SMALL BLOCKS

3 COLLARS SETS+3 SCREWS+3 SMALL BLOCKS

COUPLE OF INSERTS FOR COLLARS OPENING

4000

3000

4000

3000

4000
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CODE INLET OUTLET MEASURE PCS.

101.E10 W 21,8x1/14" lf W 21,8x1/14" lf cm. 50 1

101.E20 W 21,8x1/14" lf G 3/8" lf  SIEVERT cm. 50 1

101.E30 W 21,8x1/14" lf M 16x1,5 dx cm. 50 1

101.E40 W 21,8x1/14" lf M 14x1,5 dx cm. 50 1

101.E50 W 20x1/14" lf IT W 21,8x1/14" lf cm. 50 1

CODE INLET OUTLET MEASURE PCS.

101.E70 LIBIA M 14x1,5 dx cm. 80 100

101.E71 LIBIA M 14x1,5 dx cm. 100 100

CODE INLET OUTLET PCS.

101.R20 W 20x1/14" lf IT W 20x1/14" lf IT 1

CODE INLET OUTLET PCS.

101.R30 W 20x1/14" lf W 20x1/14" lf 1

CODE MT. INTERNAL Ø

4120.01 25 20 mm.

4125.01 25 25 mm.

4130.01 25 30 mm.

4135.01 25 35 mm.

4140.01 25 40 mm.

4150.01 25 50 mm.

4160.01 25 60 mm.

EXPORT FLEXIBLE STEEL REINFORCED HOSE

COPPER PIPE

AUTOEXTINGUISHABLE YELLOW FLEXIBLE SPIRAL HOSE UL-94-VO NORMS

FLEXIBLE JOINT WITH BALL-VALVE FOR REFILLING

COPPER RAMP FOR 2 CYLINDERS
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CODE DIAMETER MIN. DIAMETER MAX. PCS.

113.010 10 mm. 16 mm. 100

113.020 16 mm. 27 mm. 50

CODE MEASURE COLOUR PCS.

118.010 17 x 10,5 x 2 CH25 BROWN 1000

118.020 17 x 10,5 x 2 CH25 BLACK 1000

118.022 18 x 11 x 2 CH27 BLACK 1000

118.030 18 x 12,5 x 2  1/2" WHITE 1000

118.031 17 x 10,8 x 2 CH25 WHITE 1000

118.040 17 x 10,5 x 2 CH25 BLUE 1000

CODE INLET PRESSURE PCS.

115.011 M 1/8" 0-4 bar 1

115.012 M 1/8" 0-6 bar 1

115.013 M 1/8" 0-16 bar 1

115.014 M 1/8" 0-25 bar 1

CODE INLET PRESSURE PCS.

115.401 M 1/8" 0-2,5 bar 50

115.402 M 1/8" 0-4 bar 1

115.403 M 1/8" 0-6 bar 1

115.404 M 1/8" 0-10 bar 50

115.405 M 1/8" 0-16 bar 50

115.406 M 1/8" 0-25 bar 50

CODE HEXAGON PCS.

116.010 mm. 25 10

116.020 mm. 27 10

STEEL CASE RADIAL MANOMETER DIAMETER 40

GAS -TIGHT SEAL

SCREW NON-CUTTING CLIP FOR HOSE GRASPING

STEEL CASE RADIAL MANOMETER DIAMETER 50 FOR COLLECTOR

MATERIAL

CUOITAL  IT

RUBBER IT

ALUMINIUM  IT

ALUMINIUM  IT

RUBBER EXP

FASIT IT

CYLINDER SPANNER
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CODE CONNECTION HEXAGON MATERIAL PCS.

119.010 W 20x1/14" lf IT
25 mm.                           

H. 13,5 mm. BRASS 1

119.011 W 20x1/14" lf IT
25 mm.                              

H.16 mm. BRASS 1

119.012 W 20x1/14" lf IT
25 mm.                           

H.13,5 mm. BLIND BRASS 1

119.020 W 21,8x1/14" lf EXP
27 mm.                            

H. 13,5 mm. BRASS 1

119.F20 W 21,8x1/14" lf EXP
27 mm.                       

H.13,5 mm. IRON 1

119.021 W 21,8x1/14" lf EXP
27 mm.                       

H.13,5 mm. BLIND BRASS 1

119.031 W 21,8x1/14" lf EXP
30 mm.                            

H. 17 mm. BRASS 1

119.050 F 20x1,5 dx
23 mm.                       

H.15 mm. BRASS 1

CODE INLET OUTLET PCS.

120.030 W 20x1/14" lf IT RUBBER-HOLDER 1

120.031 W 20x1/14" lf IT M 1/4" 1

120.032 W 21,8x1/14" lf EXP RUBBER-HOLDER 1

120.033 W 21,8x1/14" lf EXP M 1/4" 1

CODE INLET OUTLET PCS.

120.010 W 20x1/14" lf IT W 20x1/14" lf IT 1

CODE INLET OUTLET PCS.

121.010 W 20x1/14" lf IT W 20x1/14" lf IT 1

CODE INLET PCS.

122.010 W 20x1/14" lf IT 1
122.011 W 21,8x1/14" lf IT 1

2 VALVES CYLINDER JOINT

GAS HEXAGONAL NUT

3-WAYS MF JOINT FOR CYLINDERS' CONNECTION

OUTLET

W 20x1/14" lf IT

3-WAYS MF JOINT FOR COLLECTORS

3-WAYS MM JOINT

W 21,8x1/14" lf IT
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CODE VERSION CONNECTION PCS.

123.010 STRAIGHT M 1/2" 1

CODE INLET OUTLET PRESSURE PCS.

124.010N M 3/8" F 3/8" 3 bar 1

124.N10 M 3/8" F 3/8" 18 bar 1

124.N20 M 1/2" F 1/2" 18 bar 1

CODE CONNECTION PRESSURE PCS.

125.010 M 1/8" 18 bar 1

CODE INLET OUTLET PCS.

126.010 M 1/2" M 1/2" 1

126.020 M 1/2" diam. 14 1

126.030 F 1/2" M 1/2" 1

CODE INLET CONNECTION PCS.

127.010 PORTAGOMMA F 1/4" lf 1

CODE INLET OUTLET PCS.

130.010 W 20x1/14" lf IT W 20x1/14" lf IT 1

SAFETY VALVE

SPARE VENT VALVE FOR COLLECTOR

STRAIGHT ADAPTER FOR LPG OR NATURAL GAS RUBBER-HOLDER

GAS TAP WITH NON-RETURN VALVE FOR COLLECTOR

RIGHT ANGLE JOINT

RUBBER-HOLDER WITH NUT
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CODE INLET PCS.

132.030 W 20x1/14" lf IT 1

132.031 W 21,8x1/14" lf IT 1

CODE VERSION DIAMETER PCS.

133.010 3 WAYS Y 10 mm. 1

134.010 3 WAYS T 10 mm. 1

135.010 4 WAYS + 10 mm. 1

CODE DIAMETER PCS.

136.010 10 mm. 1

CODE VERSION DIAMETER PCS.

137.010 3 WAYS Y 14 mm. 1

CODE CONNECTION DIAMETER PCS.

140.010 F 1/4" 14 mm. 1

140.020 F 3/8" 14 mm. 1

140.030 F 1/2" 14 mm. 1

CODE CONNECTION DIAMETER PCS.

140.110 F 1/4" 14 mm. 1

140.120 F 3/8" 14 mm. 1

140.130 F 1/2" 14 mm. 1

LPG PROLONGED JOINT

2-WAYS CYLINDER JOINT

LPG JOINT

OUTLET

2 RUBBER-HOLDER

2 RUBBER-HOLDER

NATURAL GAS RUBBER-HOLDER UNI 7141-13 NORM

NATURAL GAS JOINT

EXPORT NATURAL GAS RUBBER-HOLDER
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CODE CONNECTION DIAMETER PCS.

142.010 F 1/4" 9 mm. 1

142.020 F 3/8" 9 mm. 1

142.030 F 1/2" 9 mm. 1

CODE CONNECTION DIAMETER PCS.

142.110 F 1/4" 10 mm. 1

142.120 F 3/8" 10 mm. 1

142.130 F 1/2" 10 mm. 1

CODE CONNECTION DIAMETER PCS.

144.010 M 1/4" 14 mm. 1

144.020 M 3/8" 14 mm. 1

144.030 M 1/2" 14 mm. 1

CODE CONNECTION DIAMETER PCS.

144.110 M 1/4" 14 mm. 1

144.120 M 3/8" 14 mm. 1

144.130 M 1/2" 14 mm. 1

CODE CONNECTION DIAMETER PCS.

146.010 M 1/4" 9 mm. 1

146.020 M 3/8" 9 mm. 1

146.030 M 1/2" 9 mm. 1

CODE CONNECTION DIAMETER PCS.

146.110 M 1/4" 10 mm. 1

146.120 M 3/8" 10 mm. 1

146.130 M 1/2" 10 mm. 1

EXPORT LPG RUBBER-HOLDER

EXPORT NATURAL GAS RUBBER-HOLDER

NATURAL GAS RUBBER-HOLDER UNI 7141-13 NORM

LPG RUBBER-HOLDER UNI 7141-8 NORM

EXPORT LPG RUBBER-HOLDER

LPG RUBBER-HOLDER UNI 7141-8 NORM
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CODE CONNECTION OUTLET VERSION PCS.

147.010 F. W 20x1/14" lf M 1/4" x 17,5 mm. IT 1

147.020 F. W 21,8x1/14" lf M 1/4" x 19 mm. EXP 1

CODE CONNECTION DIAMETER PCS.

147.110 M 1/4" 17,5 mm. 1

147.120 M 1/4" 19 mm. 1

CODE CONNECTION DIAMETER PCS.

148.010 F. W 20x1/14" lf 9 mm. 1

148.020 F. W 21,8x1/14" lf 9 mm. 1

CODE DIAMETER PCS.

148.100 9x17,5 mm. 1

148.120 9x19 mm. 1

CODE INLET OUTLET PCS.

150.009 F 1/2" M 1/4" 1

150.010 F. W 20x1/14" lf M 1/4" 1

150.020 F. W 20x1/14" lf M 3/8" 1

150.030 F. W 20x1/14" lf M 1/2" 1

150.031 F 1/4" lf M 1/2" 1

150.040 F. W 20x1/14" lf M.W 21,8x1/14" lf 1

150.050 F. W 21,8x1/14" lf M.W 20x1/14" lf 1

CODE INLET OUTLET PCS.

152.010 M. W 20x1/14" lf M 1/4" 1

152.020 M. W 20x1/14" lf M 3/8" 1

152.030 M. W 20x1/14" lf M 1/2" 1

152.040 M. W 20x1/14" lf M. W 20x1/14" lf 1

152.051 M. W 21,8x1/14" lf M 1/4" 1

152.052 M. W 21,8x1/14" lf M 3/8" 1

152.053 M. W 21,8x1/14" lf M 1/2" 1

152.061 M 1/2" M 1/4" CONIC 1

152.062 M 1/2" M 3/8" CONIC 1

152.063 M 1/2" M 1/2" CONIC 1

NUT AND THREADED JOINT

THREADED JOINT

LPG RUBBER-HOLDER 

FM REDUCTION JOINT

LPG RUBBER-HOLDER WITH NUT

MM REDUCTION JOINT 
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CODE CONNECTION PCS.

160.020 F 3/8" 1

160.030 F 1/2" 1

160.032 F 1/2" 1

CODE CONNECTION DIAMETER PCS.

165.030 F 1/2" 14 mm. 1

CODE CONNECTION DIAMETER PCS.

170.030 F 1/2" 10-14 mm. 1

CODE CONNECTION DIAMETER PCS.

171.010 M 1/8" 10 mm. 1

CODE CONNECTION DIAMETER PCS.

180.001 M 10x1 10 mm. 1

CODE CONNECTION DIAMETER PCS.

181.001 M 10x1 14 mm. 1

CODE CONNECTION HEXAGON MATERIAL PCS.

185.010 W 20x1/14" lf CH 25 MOPLEN /

185.020 W 21,8x1/14" lf CH 27 MOPLEN /

LPG ELBOW RUBBER-HOLDER UNI

DIAMETER

10 mm.

10 mm.

LPG-NATURAL GAS ELBOW RUBBER-HOLDER UNI

LPG EXTENSION FOR RUBBER PIPE UNI

NATURAL GAS ELBOW RUBBER-HOLDER UNI

WITH FLAT MALE TO SEAL

VALVE FOR NATURAL GAS INDUSTRIAL BURNER

MOPLEN HEXAGONAL BLIND TIGHT NUT FOR GAS VALVES

VALVE FOR LPG INDUSTRIAL BURNER
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CODE CONNECTION PCS.

185.110 Ø 20 /

185.120 Ø 21,8 /

CODE INLET OUTLET PCS.

186.001 M 1/2" CONIC M 1/4" 1

186.002 M 1/2" CONIC M 3/8" 1

186.003 M 1/2" CONIC M 1/2" 1

CODE INLET OUTLET PCS.

186.011 M 3/8" lf M 1/4" 1

186.012 M 3/8" lf M 3/8" 1

186.013 M 1/4" lf M 1/4" 1

CODE INLET PCS.

186.030 M 16x1,5 1

CODE INLET PCS.

186.040 F. W 20x1/14" lf IT 1

CODE PCS.

186.110 1

REDUCTION JOINT

REDUCTION JOINT

PULLING TOP WITH SEAL FOR GAS VALVES

REDUCTION JOINT

REDUCTION JOINT

OUTLET

M. W 20x1/14" lf IT

CONNECTION

FIL. 0,880"   14 NGO-L.H.

OUTLET

M. W 21,8x142 lf DIN 477 EXP

GAS FINNED METAL RING
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CODE VERSION CONNECTION PCS.

186.120
CH 25                    

CGA NO 510
FIL. 0,880"                      

14 NGO-L.H. 1

186.130
CH 30,5                   
BS 341 G 5/8" A-L.H. 1

CODE CONNECTION PCS.

186.210 M 1/4" 1

CODE CONNECTION PCS.

186.220 M 1/4" 1

POL METAL RING

POL RUBBER INJECTOR

POL BRASS INJECTOR 
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CODE LENGHT COLOUR HEIGHT PCS.

103.010 mt. 200 WHITE/RED mm. 70 1/20

CODE LENGHT COLOUR HEIGHT PCS.

103.100 mt. 200 YELLOW mm. 100 1/16

CODE LENGHT COLOUR HEIGHT PCS.

103.200 mt. 200 BLUE mm. 100 1/16

CODE LENGHT COLOUR HEIGHT PCS.

103.300 mt. 200 BLUE mm. 100 1/16

CODE CONTENT PCS.

106.012 ml. 400 12

106.011 ml. 400 10

CODE CONTENT APPROVED COLOUR PRESSURE PCS.

107.018 ml. 100
NATURAL GAS-LPG-

WATER WHITE 10 bar 1/10

107.118 ml. 250
NATURAL GAS-LPG-

WATER WHITE 10 bar 1/10

SIGNAL BAND FOR GAS PIPE-LINE

DELIMITATION SIGNAL BAND

SIGNAL BAND FOR SEWERS

GAS CONTROL - SPRAY GAS LEAK DETECTOR - ACC-U-SOL VALVE

SIGNAL BAND FOR WATER PIPE-LINE

PACKAGING

TABLE DISPLAY

CARTON BOX

GAS SEALING FOR SOFT FIXING
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CODE CONTENT APPROVED COLOUR PRESSURE PCS.

109.058 ml. 100
NATURAL GAS-LPG-

WATER YELLOW 25 bar 1/10

109.158 ml. 250
NATURAL GAS-LPG-

WATER YELLOW 25 bar 1/10

CODE CONTENT APPROVED COLOUR PRESSURE PCS.

107.009 ml. 75
NATURAL GAS - LPG 

- WATER WHITE 10 bar 1/10

109.009 ml. 75
NATURAL GAS - LPG 

- WATER YELLOW 20 bar 1/10

CODE CONTENT COLOUR PCS.

108.010 450 gr. GREEN 1/30

BELLOWS GAS SEALING FOR SOFT AND STRONG FIXING

GAS SEALING FOR STRONG FIXING

KOLMAT SEALING PASTE
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CODE CONNECTION
PRESSURE 

INLET
PRESSURE  

OUTLET TEMPERATURE PCS.

400.020 FM 1/2" 8 bar 37 mbar MAX. 650° C - 30 min. 1

400.021 MM 1/2" 8 bar 37 mbar MAX. 650° C - 30 min. 1

CODE CONNECTION PRESSURE PCS.

400.010 FF 1/2" 4 bar MAX. 1

CODE INLET OUTLET PCS. LISTINO

401.010 F 1/2" F 1/2" 1/20

CODE INLET OUTLET PCS. LISTINO

404.010 M 1/2" F 1/2" 1/20

CODE INLET OUTLET PCS. LISTINO

409.010 M 1/2" M 1/2" 1/20

CODE INLET PCS. LISTINO

436.010 M 1/2" 1/20

436.020 M 1/2" 1/20

CODE INLET PCS. LISTINO

434.010 F 1/2" 1/20

434.020 F 1/2" 1/20

BALL-VALVE

GAS THERMIC SAFETY DEVICE

TRIPLE LOCK - EXCESS FLOW - THERMIC SAFETY BALL-VALVE

TEMPERATURE

650° C - 30 min.

OUTLET

F 1/2" FREE

F 3/4" FREE

BALL-VALVE

BALL-VALVE

OUTLET

BALL-VALVE WITH FREE NUT

BALL-VALVE WITH FREE NUT

F 1/2" FREE

F 3/4" FREE
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CODE INLET OUTLET PCS. LISTINO

470.010 F 1/2" M 1/2" 1/20

CODE INLET OUTLET PCS. LISTINO

491.010 M 1/2" M 1/2" 1/20

CODE INLET OUTLET PCS. LISTINO

485.010 F 1/2" F 1/2" 1/20

CODE INLET OUTLET PCS. LISTINO

490.010 M 1/2" F 1/2" 1/20

CODE INLET PCS. LISTINO

480.010 F 1/2" 1/20

480.020 F 1/2" 1/20

CODE INLET PCS. LISTINO

475.010 M 1/2" 1/20

475.020 M 1/2" 1/20

CODE CONNECTION DIAMETER PCS. LISTINO

441.010 F 1/2" 14 mm. 1/20

NATURAL GAS ELBOW BALL-VALVE UNI NORMS

ELBOW BALL-VALVE

ELBOW BALL-VALVE WITH FREE NUT

OUTLET

F 1/2" FREE

F 3/4" FREE

OUTLET

F 1/2" FREE

F 3/4" FREE

ELBOW BALL-VALVE WITH FREE NUT

ELBOW BALL-VALVE

ELBOW BALL-VALVE

ELBOW BALL-VALVE
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CODE CONNECTION DIAMETER PCS. LISTINO

440.010 M 1/2" 14 mm. 1/20

CODE CONNECTION DIAMETER PCS. LISTINO

443.010 F 1/2" 10 mm. 1/20

CODE CONNECTION DIAMETER PCS. LISTINO

442.010 M 1/2" 10 mm. 1/20

CODE CONNECTION DIAMETER PCS. LISTINO

414.010 F 1/2" 14 mm. 1/20

CODE CONNECTION DIAMETER PCS. LISTINO

419.010 M 1/2" 14 mm. 1/20

CODE CONNECTION DIAMETER PCS. LISTINO

424.010 F 1/2" 10 mm. 1/20

CODE CONNECTION DIAMETER PCS. LISTINO

429.010 M 1/2" 10 mm. 1/20

LPG ELBOW BALL-VALVE UNI NORMS

NATURAL GAS ELBOW BALL-VALVE UNI NORMS

LPG ELBOW BALL-VALVE UNI NORMS

UNI BALL-VALVE FOR LPG

UNI BALL-VALVE FOR LPG

UNI BALL-VALVE FOR NATURAL GAS

UNI BALL-VALVE FOR NATURAL GAS
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CODE INLET OUTLET PCS. LISTINO

461.010 F 1/2" F 1/2" 36

461.020 F 3/4" F 3/4" 24

461.030 F 1" F 1" 12

CODE INLET OUTLET PCS. LISTINO

465.010 F 1/2" M 1/2" 36

465.020 F 3/4" M 3/4" 24

465.030 F 1" M 1" 12

CODE INLET OUTLET PCS. LISTINO

463.010 M 1/2" F 1/2" 36

463.020 M 3/4" F 3/4" 24

463.030 M 1" F 1" 12

CODE INLET OUTLET PCS. LISTINO

466.010 M 1/2" M 1/2" 36

466.020 M 3/4" M 3/4" 24

466.030 M 1" M 1" 12

CODE INLET PCS. LISTINO

467.010 F 1/2" 30

467.020 F 3/4" 18

467.030 F 1" 10

CODE INLET PCS.

468.010 M 1/2" 30

468.020 M 3/4" 18

468.030 M 1" 10
F 1" FREE

F 1 1/4" FREE

ELBOW BALL-VALVE

ELBOW BALL-VALVE

ELBOW BALL-VALVE WITH FREE NUT

ELBOW BALL-VALVE

ELBOW BALL-VALVE

OUTLET

F 3/4" FREE

F 1" FREE

F 1 1/4" FREE

ELBOW BALL-VALVE WITH FREE NUT

OUTLET

F 3/4" FREE
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CODE INLET OUTLET PCS. LISTINO
469.020 F 3/4" F 1" 16
469.030 F 1" F 1 1/4" 8

CODE INLET OUTLET PCS.
469.120 F 3/4" F 1" 10
469.130 F 1" F 1 1/4" 8

CODE CONNECTION PCS.

464.010 FF 1/2" 36

464.020 FF 3/4" 24

464.030 FF 1" 12

464.040 FF 1 1/4" 8

CODE CONNECTION PCS.

462.010 MF 1/2" 36

462.020 MF 3/4" 24

462.030 MF 1" 12

462.040 MF 1 1/4" 8

CODE INLET OUTLET PCS.

445.010 F 1/2" F 1/2" 36

445.020 F 3/4" F 3/4" 24

445.030 F 1" F 1" 12

445.040 F 1 1/4" F 1 1/4" 8

CODE CONNECTION PCS.
446.010 FF 1/2" 30

446.020 FF 3/4" 18

446.030 FF 1" 12

GAS BALL-VALVE WITH 2 PRESSURE TAKINGS UNI EN 331

ELBOW GAS BALL-VALVE WITH PRESSURE TAKING AND 1 LOCK
UNI EN 331

GAS BALL-VALVE WITH SAFETY PLUMBABLE COVER
UNI EN 331 NORM

ELBOW GAS BALL-VALVE WITH PRESSURE TAKING UNI EN 331

WORKING PRESSURE

4 bar

4 bar

WORKING PRESSURE

4 bar

4 bar

4 bar

4 bar

GAS BALL-VALVE WITH SAFETY PLUMBABLE COVER
UNI EN 331 NORM

4 bar

4 bar

UNI EN 331 BALL-VALVE 

 

 

21



CODE CONNECTION PCS.
446.120 FF 3/4" 10

446.130 FF 1" 8

CODE INLET OUTLET PCS.
447.001 F 1/2" F 3/4" 30

447.002 F 3/4" F 1" 18

447.003 F 1" F 1 1/4" 12

CODE INLET OUTLET PCS.
447.020 F 3/4" F 1" 18

447.030 F 1" F 1 1/4" 10

CODE INLET OUTLET PCS.
447.120 F 3/4" F 1" 10

447.130 F 1" F 1 1/4" 8

CODE INLET OUTLET PCS.

450.010 F 1/2" M 1/2" 36

450.020 F 3/4" M 3/4" 24

450.030 F 1" M 1" 12

450.040 F 1 1/4" M 1 1/4" 8

CODE CONNECTION PCS.
451.010 MM 1/2" 36

451.020 MM 3/4" 24

451.030 MM 1" 12

GAS BALL-VALVE UNI EN 331

GAS BALL-VALVE UNI EN 331

GAS BALL-VALVE WITH 2 PRESSURE TAKINGS AND 1 LOCK
UNI EN 331

GAS BALL-VALVE WITH 2 PRESSURE TAKINGS UNI EN 331

GAS BALL-VALVE WITH 2 PRESSURE TAKINGS AND 1 LOCK
UNI EN 331

UNI EN 331 BALL-VALVE 

22



CODE CONNECTION PCS.

455.010 FF 1/2" 36

455.020 FF 3/4" 24

455.030 FF 1" 12

455.040 FF 1 1/4" 8

455.050 FF 1 1/2" 4

455.060 FF 2" 4

CODE CONNECTION PCS.
459.010 MM 1/2" 36

459.020 MM 3/4" 24

459.030 MM 1" 12

CODE CONNECTION PCS.

460.010 MF 1/2" 36

460.020 MF 3/4" 24

460.030 MF 1" 12

460.040 MF 1 1/4" 8

460.050 MF 1 1/2" 4

460.060 MF 2" 4

CODE CONNECTION PCS.
462.021 FF 3/4" 18

462.031 FF 1" 10

CODE CONNECTION PCS.
462.120 FF 3/4" 10

462.130 FF 1" 8

CODE CONNECTION PCS.

497.020 FF 3/4" 1

497.030 FF 1" 1

WORKING PRESSURE

4 bar

4 bar

4 bar

4 bar

4 bar

UNI EN 331 GAS BALL-VALVE WITH STEEL LEVER

UNI EN 331 GAS BALL-VALVE WITH STEEL LEVER

WORKING PRESSURE

4 bar

4 bar

UNI EN 331 GAS BALL-VALVE WITH STEEL LEVER

ELBOW GAS BALL-VALVE WITH PRESSURE TAKING UNI EN 331

4 bar

4 bar

4 bar

4 bar

4 bar

ELBOW GAS BALL-VALVE WITH PRESSURE TAKING AND 1 LOCK
UNI EN 331

UNI EN 331 GAS BALL-VALVE WITH SAFETY KEY CLOSING  
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CODE PCS.

495.110 1

495.120 1

495.130 1

495.140 1

CODE INLET PCS.

496.010 F 3/4" 1

496.020 F 3/4" 1

496.030 F 3/4" 1

496.040 F 3/4" 1

496.050 F 1" 1

CODE INLET OUTLET PCS.

495.N10 M 3/4" M 3/4" 1

CODE INLET OUTLET PCS.

495.N11 M 3/4" M 3/4" 1

CODE SIZE PCS.

495.NS1 12,6x9,5 1

495.NS2 12,6x9,5 1

495.NS3 12,6x9,5 1

495.NS4 12,6x9,5 1

CHROME-PLATED PLASTIC

BLACK PLASTIC

WHITE PLASTIC

GREY PLASTIC

INSPECTABLE ENCLOED BOX WITH BALL VALVE

CONNECTIONS

EUROCONO Ø 18

CONTROL'S CONCEABLE ORGAN WITH SLIDING PLATE FOR VALVES ART. 
495.N11

MATERIAL

INSPECTABLE ENCLOSED BOX SPARE PARTS ART. 495.010: 
EXTENSION FOR INSPECTABLE ENCLOSED BOX, PLASTIC BOX PART, 
SPARE LEVER WITH SCREW, POLISHED CHROME-PLATED BRASS PLATE

LENGHT

25 mm.

INSPECTABLE ENCLOED BOX WITH BALL VALVE

CONNECTIONS

TUBO RAME Ø 18

14 mm.

16 mm.

18 mm.

22 mm.

22 mm.

NUT WITH TANG FOR ENCLOSED BOX

 Ø PIPE OUTLET
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CODE CONNECTION SCALE MBAR SCALE MM H2O PCS.

114.001 M 1/4" 0-60 0-600 1/10

114.002 M 1/4" 0-100 0-1000 1/10

114.003 M 1/4" 0-250 0-2500 1/10

114.004 M 1/4" 0-400 0-4000 1/10

114.005 M 1/4" 0-600 0-6000 1/10

CODE CONNECTION SCALE MBAR SCALE MM H2O PCS.

114.011 M 3/8" 0-60 0-600 1/10

114.012 M 3/8" 0-100 0-1000 1/10

114.013 M 3/8" 0-250 0-2500 1/10

114.014 M 3/8" 0-400 0-4000 1/10

114.015 M 3/8" 0-600 0-6000 1/10

CODE CONNECTION SCALE MBAR SCALE MM H2O PCS.

114.021 M 1/2" 0-60 0-600 1

114.022 M 1/2" 0-100 0-1000 1

114.023 M 1/2" 0-250 0-2500 1

114.024 M 1/2" 0-400 0-4000 1

114.025 M 1/2" 0-600 0-6000 1

CODE CONNECTION SCALE BAR PCS.

115.001 M 1/4" 0-2,5 1

115.002 M 1/4" 0-4 1

115.003 M 1/4" 0-6 1

115.004 M 1/4" 0-10 1

115.005 M 1/4" 0-16 1

115.006 M 1/4" 0-25 1

115.007 M 1/4" 0-40 1

CODE CONNECTION SCALE BAR PCS.

115.021 M 1/4" 0-2,5 1

115.022 M 1/4" 0-4 1

115.023 M 1/4" 0-6 1

115.024 M 1/4" 0-10 1

115.025 M 1/4" 0-16 1

115.026 M 1/4" 0-25 1

115.027 M 1/4" 0-40 1

MEMBRANE GAS RADIAL MANOMETER Ø 100

MEMBRANE GAS RADIAL MANOMETER Ø 63

MEMBRANE GAS RADIAL MANOMETER Ø 80

RADIAL MANOMETER Ø 52

RADIAL MANOMETER Ø 63 ISPESL STANDARDS
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CODE CONNECTION SCALE BAR PCS.

115.041 M 3/8" 0-2,5 1

115.042 M 3/8" 0-4 1

115.043 M 3/8" 0-6 1

115.044 M 3/8" 0-10 1

115.045 M 3/8" 0-16 1

115.046 M 3/8" 0-25 1

115.047 M 3/8" 0-40 1

CODE CONNECTION SCALE BAR PCS.

115.061 M 3/8" 0-10 1

115.062 M 3/8" 0-16 1

115.063 M 3/8" 0-25 1

115.064 M 3/8" 0-40 1

115.065 M 3/8" 0-60 1

CODE CONNECTION SCALE BAR PCS.

115.081 M 1/2" 0-2,5 1

115.082 M 1/2" 0-4 1

115.083 M 1/2" 0-6 1

115.084 M 1/2" 0-10 1

115.085 M 1/2" 0-16 1

115.086 M 1/2" 0-25 1

115.087 M 1/2" 0-40 1

CODE CONNECTION SCALE BAR PCS.

115.101 M 1/4" 0-2,5 1

115.102 M 1/4" 0-4 1

115.103 M 1/4" 0-6 1

115.104 M 1/4" 0-10 1

115.105 M 1/4" 0-16 1

115.106 M 1/4" 0-25 1

115.107 M 1/4" 0-40 1

RADIAL MANOMETER Ø 80 ISPESL STANDARDS

MANOMETER HYDROMETER Ø 80 RADIAL CONNECTION
ISPESL STANDARDS

MANOMETER Ø 52 BACK CONNECTION

RADIAL MANOMETER Ø 100
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CODE CONNECTION SCALE BAR PCS.

115.121 M 1/4" 0-2,5 1

115.122 M 1/4" 0-4 1

115.123 M 1/4" 0-6 1

115.124 M 1/4" 0-10 1

115.125 M 1/4" 0-16 1

115.126 M 1/4" 0-25 1

115.127 M 1/4" 0-40 1

CODE CONNECTION SCALE °C SCALE BAR PCS.

115.151 M 1/2" 0-120 0-4 1

CODE CONNECTION SCALE °C SCALE BAR PCS.

115.161 M 1/2" 0-120 0-4 1

CODE CONNECTION SCALE BAR PCS.

115.201 M 1/4" 0-2,5 1

115.202 M 1/4" 0-4 1

115.203 M 1/4" 0-6 1

115.204 M 1/4" 0-10 1

115.205 M 1/4" 0-16 1

115.206 M 1/4" 0-25 1

115.207 M 1/4" 0-40 1

115.208 M 1/4" 0-60 1

CODE CONNECTION SCALE BAR PCS.

115.221 M 1/2" 0-2,5 1

115.222 M 1/2" 0-4 1

115.223 M 1/2" 0-6 1

115.224 M 1/2" 0-10 1

115.225 M 1/2" 0-16 1

115.226 M 1/2" 0-25 1

115.227 M 1/2" 0-40 1

MANOMETER Ø 63 BACK CONNECTION ISPESL STANDARDS

THERMOMANOMETER Ø 80 BACK CONNECTION

INOX RADIAL MANOMETER GLYCERIN FILLED Ø 63

THERMOMANOMETER Ø 80 RADIAL CONNECTION WITH 
CHECK JOINT

INOX RADIAL MANOMETER GLYCERIN FILLED Ø 100 
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CODE CONNECTION SCALE BAR PCS.

115.301 M 1/4" 0-2,5 1

115.302 M 1/4" 0-4 1

115.303 M 1/4" 0-6 1

115.304 M 1/4" 0-10 1

115.305 M 1/4" 0-16 1

115.306 M 1/4" 0-25 1

115.307 M 1/4" 0-40 1

CODE CONNECTION SCALE °C STEM PCS.

115.501 M 1/2" 0-120 mm. 50 1

115.502 M 1/2" 0-120 mm. 100 1

CODE CONNECTION SCALE °C STEM PCS.

115.511 M 1/2" 0-60 mm. 50 1

115.512 M 1/2" 0-120 mm. 50 1

115.513 M 1/2" -30    +50 mm. 50 1

115.514 M 1/2" 0-60 mm. 100 1

115.515 M 1/2" 0-120 mm. 100 1

115.516 M 1/2" -30    +50 mm. 100 1

CODE CONNECTION SCALE °C STEM PCS.

115.531 M 1/2" 0-120 mm. 50 1

115.532 M 1/2" -30    +50 mm. 50 1

115.533 M 1/2" 0-120 mm. 100 1

115.534 M 1/2" -30    +50 mm. 100 1

CODE CONNECTION SCALE °C STEM PCS.

115.551 M 1/2" 0-60 mm. 50 1

115.552 M 1/2" 0-120 mm. 50 1

115.553 M 1/2" -30    +50 mm. 50 1

115.554 M 1/2" 0-60 mm. 100 1

115.555 M 1/2" 0-120 mm. 100 1

115.556 M 1/2" -30    +50 mm. 100 1

BIMETALLIC THERMOMETER Ø 63 BACK CONNECTION

INOX MANOMETER BACK CONNECTION GLYCERIN FILLED 
Ø 63

BIMETALLIC THERMOMETER Ø 80 RADIAL CONNECTION

BIMETALLIC THERMOMETER Ø 80 BACK CONNECTION

BIMETALLIC THERMOMETER Ø 100 BACK CONNECTION
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CODE THREAD PCS.

115.P01 G 1/2" 1

115.P02 G 1/2" 1

CODE CONNECTION PCS.

115.601 MF 1/4" 1

115.602 MF 3/8" 1

115.603 MF 1/2" 1

115.601C MF 1/4" 1

115.602C MF 3/8" 1

115.603C MF 1/2" 1

CODE CONNECTION PCS.

115.611 FF 1/4" 1

115.612 FF 3/8" 1

115.613 FF 1/2" 1

CODE CONNECTION PCS.

115.621 MF 1/4" 1

115.622 MF 3/8" 1

115.623 MF 1/2" 1

CODE CONNECTION PCS.

115.631 MF 1/4" 1

115.632 MF 3/8" 1

115.633 MF 1/2" 1

CODE VERSION PCS.

292.010 MA 134 1

292.011 MA 138 1

COPPER COILED PIPE FOR MANOMETER

BRASS STEM

LENGHT

50 mm.

100 mm.

MANOMETER VALVE WITH FLANGE FOR ISPESL TEST

MANOMETER SNUBBER

PUSH-BUTTON VALVE FOR MANOMETER

VERSION

COPPER

COPPER

COPPER

CHROMED COPPER 

CHROMED COPPER 

CHROMED COPPER 

0-600 mm. H20

"U" WATER-COLUMN MANOMETER

PRESSURE

0-400 mm. H20
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CODE BODY SCALE CONNECTION PCS.

114.DF1 ALUMINIUM 0-50 mbar 1/4" NPT 1

114.DF2 ALUMINIUM 0-140 mbar 1/4" NPT 1

114.DF3 ALUMINIUM 0-350 mbar 1/4" NPT 1

114.DF4 ALUMINIUM 0-1 bar 1/4" NPT 1

DIFFERENTIAL MANOMETER (OBSTRUCTION'S INDICATOR)     WITH 
CONTACT
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CODE GAS TYPE E.V. TYPE VOLTAGE PCS.

245.001K NATURAL GAS F 1/2" 230 V. 1

245.002K LPG F 1/2" 230 V. 1

245.003K NATURAL GAS F 3/4" 230 V. 1

245.004K LPG F 3/4" 230 V. 1

245.005K NATURAL GAS F 1" 230 V. 1

245.006K LPG F 1" 230 V. 1

CODE GAS TYPE E.V. TYPE VOLTAGE PCS.

245.101K NATURAL GAS F 1/2" 230 V. 1

245.102K LPG F 1/2" 230 V. 1

245.103K NATURAL GAS F 3/4" 230 V. 1

245.104K LPG F 3/4" 230 V. 1

245.105K NATURAL GAS F 1" 230 V. 1

245.106K LPG F 1" 230 V. 1

CODE E.V. TYPE
DETECTED 

GAS FEEDING VOLTAGE PCS.

250.M01K N.O.-N.C. NATURAL GAS 230 V. 230 V. 1

250.G01K N.O.-N.C. LPG 230 V. 230 V. 1

250.M01S / NATURAL GAS 230 V. 230 V. 1

250.G01S / LPG 230 V. 230 V. 1

250.C11 N.O.-N.C. CO 230 V. 230 V. 1

250.C11B / CO BATTERIES 3 V. 1

WI-FI     250.C11W N.O.-N.C. CO 230 V. 230 V. 1

250.C13 N.O.-N.C. CO2 230 V. 230 V. 1

CODE E.V. TYPE
DETECTED 

GAS FEEDING VOLTAGE PCS.

254.M01 N.O.-N.C. NATURAL GAS 230 V. 230 V. 1

254.G01 N.O.-N.C. LPG 230 V. 230 V. 1

GAS LEAKAGE DETECTION KIT WITH MANUAL RESETTING NORMALLY
CLOSED ELECTROV. FOR DOMESTIC APPLICATION IMQ APPROVED

GAS LEAKAGE DETECTION KIT WITH MANUAL RESETTING NORMALLY
OPEN ELECTROVALVE FOR DOMESTIC APPLICATION IMQ APPROVED 

GAS LEAK DETECTOR FOR MANUAL RESETTING ELECTROVALVE 
CONTROL FOR DOMESTIC APPLICATION IMQ APPROVED

DOMESTIC GAS LEAK DETECTOR CENTRALIZED UNIT FOR MANUAL
RESETTING ELECTROVALVE CONTROL IMQ APPROVED
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CODE DETECTED GAS PCS.

256.M01 NATURAL GAS 1

256.G01 LPG 1

CODE E.V. TYPE
DETECTED 

GAS FEEDING
AVERAGE 

LIFE PCS.

251.M01K N.O.-N.C. NATURAL GAS 230 V. ac 5 years 1

251.G01K N.O.-N.C. LPG 230 V. ac 5 years 1

CODE E.V. TYPE
DETECTED 

GAS FEEDING
AVERAGE 

LIFE PCS.

252.M01K N.O.-N.C. NATURAL GAS 230 V. ac 5 years 1

252.G01K N.O.-N.C. LPG 230 V. ac 5 years 1

CODE CONNECTION PRESSURE E.V. TYPE VOLTAGE PCS.

280.001 F 1/2" 550 mbar N.O. 12 V. cc 1

280.101 F 1/2" 550 mbar N.O. 230 V. 1

280.002 F 3/4" 550 mbar N.O. 12 V. cc 1

280.102 F 3/4" 550 mbar N.O. 230 V. 1

280.003 F 1" 550 mbar N.O. 12 V. cc 1

280.103 F 1" 550 mbar N.O. 230 V. 1

280.004 F 1 1/4" 550 mbar N.O. 12 V. cc 1

280.104 F 1 1/4" 550 mbar N.O. 230 V. 1

280.005 F 1 1/2" 550 mbar N.O. 12 V. cc 1

280.105 F 1 1/2" 550 mbar N.O. 230 V. 1

280.006 F 2" 550 mbar N.O. 12 V. cc 1

280.106 F 2" 550 mbar N.O. 230 V. 1

GAS LEAK DETECTOR IMQ APPROVED FOR DOMESTIC APPLICATION 
WITH REPLACEABLE SENSORS

FLUSH GAS LEAK DETECTOR

REMOTE GAS LEAK DETECTOR FOR CENTRALIZED UNITS FOR DOMESTIC 
APPLICATION

FEEDING

230 V.

230 V.

NORMALLY OPEN ELECTROVALVES MANUAL RESETTING "CE-PED"
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CODE CONNECTION PRESSURE E.V. TYPE VOLTAGE PCS.

290.001 F 1/2" 550 mbar N.C. 12 V. cc 1

290.101 F 1/2" 550 mbar N.C. 230 V. 1

290.002 F 3/4" 550 mbar N.C. 12 V. cc 1

290.102 F 3/4" 550 mbar N.C. 230 V. 1

290.003 F 1" 550 mbar N.C. 12 V. cc 1

290.103 F 1" 550 mbar N.C. 230 V. 1

290.004 F 1 1/4" 550 mbar N.C. 12 V. cc 1

290.104 F 1 1/4" 550 mbar N.C. 230 V. 1

290.005 F 1 1/2" 550 mbar N.C. 12 V. cc 1

290.105 F 1 1/2" 550 mbar N.C. 230 V. 1

290.006 F 2" 550 mbar N.C. 12 V. cc 1

290.106 F 2" 550 mbar N.C. 230 V. 1

CODE CONNECTION PRESSURE E.V. TYPE VOLTAGE PCS.
285.001 DN 65 550 mbar N.O. 12 V. cc 1
285.101 DN 65 550 mbar N.O. 230 V. 1
285.002 DN 80 550 mbar N.O. 12 V. cc 1
285.102 DN 80 550 mbar N.O. 230 V. 1
285.003 DN 100 550 mbar N.O. 12 V. cc 1
285.103 DN 100 550 mbar N.O. 230 V. 1
285.004 DN 125 550 mbar N.O. 12 V. cc 1
285.104 DN 125 550 mbar N.O. 230 V. 1
285.005 DN 150 550 mbar N.O. 12 V. cc 1
285.105 DN 150 550 mbar N.O. 230 V. 1
285.006 DN 200 550 mbar N.O. 12 V. cc 1
285.106 DN 200 550 mbar N.O. 230 V. 1

CODE CONNECTION PRESSURE E.V. TYPE VOLTAGE PCS.
295.001 DN 65 550 mbar N.C. 12 V. cc 1
295.101 DN 65 550 mbar N.C. 230 V. 1
295.002 DN 80 550 mbar N.C. 12 V. cc 1
295.102 DN 80 550 mbar N.C. 230 V. 1
295.003 DN 100 550 mbar N.C. 12 V. cc 1
295.103 DN 100 550 mbar N.C. 230 V. 1
295.004 DN 125 550 mbar N.C. 12 V. cc 1
295.104 DN 125 550 mbar N.C. 230 V. 1
295.005 DN 150 550 mbar N.C. 12 V. cc 1
295.105 DN 150 550 mbar N.C. 230 V. 1
295.006 DN 200 550 mbar N.C. 12 V. cc 1
295.106 DN 200 550 mbar N.C. 230 V. 1

NORMALLY CLOSED ELECTROVALVES MANUAL RESETTING
"CE-PED" EN 161 NORM

NORMALLY OPEN FLANGED ELECTROVALVES MANUAL RESETTING
"CE-PED"

NORMALLY CLOSED FLANGED ELECTROVALVES MANUAL 
RESETTING "CE-PED"
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CODE CONNECTION PRESSURE E.V. TYPE VOLTAGE PCS.
210.001 F 1/2" 6 bar N.O. 12 V. cc 1
210.101 F 1/2" 6 bar N.O. 230 V. 1
210.002 F 3/4" 6 bar N.O. 12 V. cc 1
210.102 F 3/4" 6 bar N.O. 230 V. 1
210.003 F 1" 6 bar N.O. 12 V. cc 1
210.103 F 1" 6 bar N.O. 230 V. 1
210.004 F 1 1/4" 6 bar N.O. 12 V. cc 1
210.104 F 1 1/4" 6 bar N.O. 230 V. 1
210.005 F 1 1/2" 6 bar N.O. 12 V. cc 1
210.105 F 1 1/2" 6 bar N.O. 230 V. 1
210.006 F 2" 6 bar N.O. 12 V. cc 1
210.106 F 2" 6 bar N.O. 230 V. 1
210.007 DN 65 6 bar N.O. 12 V. cc 1
210.107 DN 65 6 bar N.O. 230 V. 1
210.008 DN 80 6 bar N.O. 12 V. cc 1
210.108 DN 80 6 bar N.O. 230 V. 1
210.009 DN 100 6 bar N.O. 12 V. cc 1
210.109 DN 100 6 bar N.O. 230 V. 1

CODE CONNECTION PRESSURE E.V. TYPE VOLTAGE PCS.

215.001 F 1/2" 6 bar N.C. 12 V. cc 1

215.101 F 1/2" 6 bar N.C. 230 V. 1

215.002 F 3/4" 6 bar N.C. 12 V. cc 1

215.102 F 3/4" 6 bar N.C. 230 V. 1

215.003 F 1" 6 bar N.C. 12 V. cc 1

215.103 F 1" 6 bar N.C. 230 V. 1

215.004 F 1 1/4" 6 bar N.C. 12 V. cc 1

215.104 F 1 1/4" 6 bar N.C. 230 V. 1

215.005 F 1 1/2" 6 bar N.C. 12 V. cc 1

215.105 F 1 1/2" 6 bar N.C. 230 V. 1

215.006 F 2" 6 bar N.C. 12 V. cc 1

215.106 F 2" 6 bar N.C. 230 V. 1

215.007 DN 65 6 bar N.C. 12 V. cc 1

215.107 DN 65 6 bar N.C. 230 V. 1

215.008 DN 80 6 bar N.C. 12 V. cc 1

215.108 DN 80 6 bar N.C. 230 V. 1

215.009 DN 100 6 bar N.C. 12 V. cc 1

215.109 DN 100 6 bar N.C. 230 V. 1

CODE CONNECTION PRES. MAX E.V. TYPE VOLTAGE PCS.
270.001 F 1/2" 360 mbar N.C. 230 V ac 1
270.002 F 3/4" 360 mbar N.C. 230 V ac 1
270.003 F 1" 360 mbar N.C. 230 V ac 1
270.101 F 1/2" 6 bar N.C. 230 V ac 1
270.102 F 3/4" 6 bar N.C. 230 V ac 1
270.103 F 1" 6 bar N.C. 230 V ac 1

NORMALLY OPEN ELECTROVALVES 6 BAR MANUAL RESETTING
"CE-PED"

N.C. ELECTROVALVES 6 BAR MANUAL RESETTING "CE-PED"

N.C. ELECTROVALVES AUTOMATIC RESETTING FAST OPENING
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CODE CONNECTION PRESSURE E.V. TYPE VOLTAGE PCS.

270.004 F 1-1/4" 360 mbar N.C. 230 V ac 1

270.005 F 1-1/2" 360 mbar N.C. 230 V ac 1

270.006 F 2" 360 mbar N.C. 230 V ac 1

270.104 F 1-1/4" 6 bar N.C. 230 V ac 1

270.105 F 1-1/2" 6 bar N.C. 230 V ac 1

270.106 F 2" 6 bar N.C. 230 V ac 1

CODE CONNECTION PRESSURE E.V. TYPE VOLTAGE PCS.

270.008 DN 65 360 mbar N.C. 230 V ac 1

270.009 DN 80 360 mbar N.C. 230 V ac 1

270.010 DN 100 360 mbar N.C. 230 V ac 1

CODE POWER VOLTAGE PCS.

296.B01 19 W 12 V dc 1

296.B02 17 VA 230 V ac 1

296.B03 6 W 12 V dc 1

296.B04 9 W 230 V Rac 1

296.B05 17 VA 230 V ac 1

296.B06 6 W 230 V ac 1

296.B11 17 VA 12 V ac 1

CODE E.V. TYPE VOLTAGE PCS.

296.C02 N.C. 230 V Rac 1

296.C03 N.C. 12-24 V Rac 1

BOBBINS FOR MANUAL RESETTING ELECTROVALVE

CONNECTOR FOR MANUAL RESETTING ELECTROVALVE

N.C.   DN 65-80-100

E.V. TYPE

N.O.

N.O.

N.C.

N.C.

CONNECT. + RECTIFIER A

N.O.   DN 65-80-100

N.O.

F 1/2"

CONNECT. + RECTIFIER B

N.C. FLANGED ELECTROVALVES AUTOMATIC RESETTING                              
FAST OPENING

N.C. ELECTROVALVES AUTOMATIC RESETTING FAST OPENING

MODEL
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CODE VERSION GAS TYPE FEEDING SENSOR PCS.

291.001 SE 128 KM NATURAL GAS 230 V. ac
SE 192 KM                     
SE 193 KM 1

291.002 SE 128 KG LPG 230 V. ac
SE 192 KG                         
SE 193 KG 1

CODE VERSION GAS TYPE FEEDING SENSOR PCS.

291.010 SE 194 KM NATURAL GAS
230 V. ac              
12 V. dc

SE 192 KM                      
SE 193 KM 10

291.011 SE 194 KG LPG
230 V. ac                
12 V. dc

SE 192 KG                        
SE 193 KG 10

CODE VERSION GAS TYPE FEEDING PCS.

291.020 SE 192 KM NATURAL GAS 12 V. dc 1

291.021 SE 192 KG LPG 12 V. dc 1

CODE VERSION GAS TYPE FEEDING PCS.

291.030 SE 193 KM NATURAL GAS 12 V. dc 1

291.031 SE 193 KG LPG 12 V. dc 1

CODE VERSION GAS TYPE FEEDING SENSOR PCS.

291.040 ID 250 K
NATURAL GAS           

LPG 12 - 24 V. dc
TS 292 MG                    
TS 293 KMG 1

291.041 ID 250 C CO 12 - 24 V. dc
TS 210 EC                       
TS 220 EC 1

291.042 ID 250 O OXYGEN 12 - 24 V. dc
TS 210 EO                       
TS 220 EO 1

REMOTE SENSOR FOR SE 128 K - SE 194 K STATIONS ONLY

1 ZONE STATION WITH REMOTE SENSOR

3 ZONES STATION WITH REMOTE SENSORS

REMOTE ANTIDEFLAGRATION SENSOR ATEX NORMS FOR SE 128 K -
SE 194 K STATION

PANEL DIGITAL SINGLE ZONE GAS DETECTION STATION
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CODE VERSION GAS TYPE FEEDING SENSOR PCS.

291.050 SE 148 KM NATURAL GAS 230 V. ac
TS 292 KM                     
TS 293 KM 1

291.051 SE 148 KG LPG 230 V. ac
TS 292 KG                     
TS 293 KG 1

291.052 SE 148 EC CO 230 V. ac
TS 210 EC                             
TS 220 EC 1

CODE VERSION GAS TYPE FEEDING SENSOR PCS.

291.004 SE 126 KM METANO 230 V. ac CATALYTIC 1

291.005 SE 126 KG GPL 230 V. ac CATALYTIC 1

CODE VERSION GAS TYPE FEEDING SENSOR PCS.

291.060 CE 400 P VARIOUS 230 V. ac
TS 292-TS 293               
TS 210-TS 220 1

CODE VERSION GAS TYPE FEEDING SENSOR PCS.

291.075 CE 700 VARIOUS 230 V. ac
TS 292-TS 293                
TS 210-TS 220 1

CODE VERSION GAS TYPE FEEDING PCS.

291.080 CE 380 UR VARIOUS 230 V. ac 1

CODE VERSION FEEDING PCS.

291.085 ES 380 UR 230 V. ac 1

SINGLE ZONE STATION

4 ZONES CITY STATION

SINGLE ZONE STATION WITH ONE INTEGRATED SENSOR 

MAX. 200 ZONES MICROPROCESSOR STATION

REMOTE UNIT FOR CE 700

4-EXITS MODULE FOR CE 380 UR - MAX. 2 EXITS FOR EACH
REMOTE UNIT
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CODE VERSION GAS TYPE FEEDING SENSOR PCS.

291.110 TS 282 KM NATURAL GAS 12-24 V. dc CATALYTIC 1

291.111 TS 282 KG LPG 12-24 V. dc CATALYTIC 1

CODE VERSION GAS TYPE FEEDING SENSOR PCS.

291.120 TS 293 KM NATURAL GAS 12-24 V. dc CATALYTIC 1

291.121 TS 293 KG LPG 12-24 V. dc CATALYTIC 1

291.123 TS 293 Px-H VARIOUS 12-24 V. dc PELLISTOR 1

CODE VERSION GAS TYPE FEEDING SENSOR PCS.

291.130 SE 237 KM NATURAL GAS 12-24 V. dc CATALYTIC 1

291.131 SE 237 KG LPG 12-24 V. dc CATALYTIC 1

291.132 SE 237 EC-S CO 12-24 V. dc ELECTROCHEMICAL 1

291.133 SE 237 EO OXYGEN 12-24 V. dc ELECTROCHEMICAL 1

CODE VERSION GAS TYPE FEEDING SENSOR PCS.

291.140 SE 138 KM NATURAL GAS 12-24 V. dc CATALYTIC 1

291.141 SE 138 KG LPG 12-24 V. dc CATALYTIC 1

291.142 SE 138 KX ON REQUEST 12-24 V. dc CATALYTIC 1

CODE VERSION PCS.

292.010 MA 134 1

292.011 MA 138 1

DETECTOR WITH RELAY EXIT - IP 44

DETECTOR WITH RELAY EXIT AND ATEX CERTIFIED
ANTIDEFLAGRATION CASE

TRANSMITTER WITH 4-20 mA - IP 65 EXIT

TRANSMITTER 4-20 mA WITH ATEX CERTIFIED
ANTIDEFLAGRATION CASE

PRESSURE
0-400 mm. H20

0-600 mm. H20

"U" WATER-COLUMN MANOMETER

39



CODE VERSION GAS PCS.

292.030 ID 155 C CO 1

CODE VERSION PCS.

292.050 TE 317 DG 1

F 1/2"

CODE VERSION SIZE PCS.

292.060 SO-374 -20° +100°C 1

292.061 SO-375 -20° +100°C 1

292.062 SO-376 -20° +120°C 1

292.063 SO-377 -20° +500°C 1

292.064 SO-390 -20°   +60°C 1

CODE VERSION GAS TYPE PCS.

292.070 SE 155 M LPG 1

CODE VERSION GAS TYPE PCS.

292.080 SE 151 NM LPG 1

DIGITAL ELECTRONIC THERMOMETER FOR PROBE

PORTABLE "CO" DETECTOR

SENSOR

ELECTROCHEMICAL

PROBE FOR THERMOMETER ART. 292.050 VERSION TE 317 DG

TYPE

PROBE

NONE

FEEDING

BATTERY 9 V.

LIQUID

AMBIENT

CONTACT

FUMES

TEMPERATURE-HUMIDITY

ECONOMIC PORTABLE GAS LEAKS DETECTOR

PROFESSIONAL GAS LEAKS DETECTOR

FEEDING

BATTERY 1,5 V.

40



CODE VERSION GAS TYPE PCS.

292.090 SE 153 NM
NATURAL GAS - 

LPG 1

CODE VERSION BATTERY USE NORM PCS.

292.120 ST200PT/S
3,7 V                              

5000 mAh
LOW 

PRESSURE
UNI 7129 - 11137 - 

11528 1

CODE PCS.

292.130 1

SUPER PROFESSIONAL GAS LEAKS DETECTOR

FEEDING

RECHARGEABLE BATTERIES

VERSION

BOSTON HD

HANDHELD COMBUSTION ANALYZER UNI 10389-1/ UNI 10845/ UNI 7129 / 
UNI 11137-1 STANDARD EQUIPPED WITH: ABS CASE, BOSTON ANALYZER, 
150 mm. SMOKE PROBE, PROBE CABLES, SMOKE SAMPLING PROBE, 
COMBUSTION AIR PROBE, SMOKE FILTER, CHIMNEY PRESSURE AND 
VACUUM MEASUREMENT KIT, CONDENSATE COLLECTOR, POWER SUPPLY, 
INFRARED THERMAL PRINTER, STRAP, USB CABLE, MANUAL AND 
CALIBRATION REPORT

GAS SYSTEM LEAK TEST KIT WITH: IP67 WATERPROOF CASE, PRINTER, 
POWER SUPPLY + USB CABLE, LITHIUM BATTERY, THREADED FITTINGS, 
1/4" QUICK CONNECTOR, 3-WAY FITTING, CONNECTION TUBE AND 
RUBBER CONE
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CODE INLET OUTLET ADJUSTMENT MANOM. PCS.

901.001
W 20x1/14" lf 

CH.25 F 3/8" rh
FIXED                                
1,5 bar NO 12

901.002
W 20x1/14" lf 

CH.25 F 3/8" rh
FIXED                                
1,5 bar YES 12

901.011
W 21,8x1/14" lf 

CH.27 F 3/8" rh
FIXED                                
1,5 bar NO 12

901.012
W 21,8x1/14" lf 

CH.27 F 3/8" rh
FIXED                                
1,5 bar YES 12

CODE INLET OUTLET ADJUSTMENT MANOM. PCS.

901.050 F 3/4" CH. 32 F 3/8" rh FIXED 1,5 bar YES 12

CODE INLET OUTLET ADJUSTMENT MANOM. PCS.

901.101
W 20x1/14" lf 

CH.25 F 3/8" rh
VARIABLE       
0,5-3 bar NO 12

901.102
W 20x1/14" lf 

CH.25 F 3/8" rh
VARIABLE       
0,5-3 bar YES 12

901.111
W 21,8x1/14" lf 

CH.27 F 3/8" rh
VARIABLE       
0,5-3 bar NO 12

901.112
W 21,8x1/14" lf 

CH.27 F 3/8" rh
VARIABLE       
0,5-3 bar YES 12

CODE INLET OUTLET ADJUSTMENT MANOM. PCS.

916.002
W 20x1/14" lf 

CH.25 IT F 1/4" 0-3 bar YES 12

916.102
W 21,8x1/14" lf 

CH.27 EXP F 1/4" 0-3 bar YES 12

916.003
W 20x1/14" lf 

CH.25 IT F 1/4" 0-3 bar NO 12

916.103
W 21,8x1/14" lf 

CH.27 F 1/4" 0-3 bar NO 12
916.004 F 1/4" F 1/4" 0-3 bar YES 12
916.005 F 1/4" F 1/4" 0-3 bar NO 12

CODE INLET OUTLET ADJUSTMENT MANOM. PCS.

911.001
W 20x1/14" lf 

CH.25 IT F 1/4" rh 0-3 bar NO 12

911.101
W 21,8x1/14" lf 

CH.27 F 1/4" rh 0-3 bar NO 12

911.002
W 20x1/14" lf 

CH.25 IT F 1/4" rh 0-3 bar YES 12

911.102
W 21,8x1/14" lf 

CH.27 EXP F 1/4" rh 0-3 bar YES 12

HIGH PRESSURE 40 KG/H LPG REDUCER FOR TANK

HIGH PRESSURE 12 KG/H ADJUSTABLE LPG REDUCER

VERTICAL HIGH PRESSURE 40 KG/H LPG REDUCER FOR TANK

HIGH PRESSURE 8 KG/H LPG REDUCER EN 16129 NORM

HIGH PRESSURE 40 KG/H LPG REDUCER WITH EXTERNAL
ADJUSTMENT
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CODE INLET OUTLET ADJUSTMENT MANOM. PCS.

910.101 F 1/4" rh F 1/4" rh FIXED 1,5 bar NO 1

910.102 F 1/4" rh F 1/4" rh 0-4 bar YES 1

910.103
W 21,8x1/14" lf    

CH 27 EXP. F 1/4" rh FIXED 1,5 bar NO 1

910.111
W 21,8x1/14" lf    

CH 27 EXP. F 1/4" rh 0-4 bar NO 1

910.112
W 21,8x1/14" lf    

CH 27 EXP. F 1/4" rh 0-4 bar YES 1

910.120 F 1/4" NPT F 1/4" NPT FIXED 1,7 bar NO 1

CODE INLET OUTLET ADJUSTMENT MANOM. PCS.

908.001
W 20x1/14" lf 

CH.25 IT M 3/8" lf FIXED 1,5 bar NO 1

908.101
W 21,8x1/14" lf 

CH.27 EXP M 3/8" lf FIXED 1,5 bar NO 1

CODE INLET OUTLET ADJUSTMENT MANOM. PCS.

903.002
W 20x1/14" lf 

CH.25 IT RUBBER-HOLDER 0-3 bar YES 1

903.102
W 21,8x1/14" lf 

CH.27 EXP RUBBER-HOLDER 0-3 bar YES 1

903.001
W 20x1/14" lf 

CH.25 IT RUBBER-HOLDER 0-3 bar NO 1

903.101
W 21,8x1/14" lf 

CH.27 EXP RUBBER-HOLDER 0-3 bar NO 1

CODE INLET OUTLET ADJUSTMENT MANOM. PCS.

906.002
W 20x1/14" lf 

CH.25 IT
RUBBER-
HOLDEER 0-3 bar YES 1

906.102
W 21,8x1/14" lf 

CH.27 EXP
RUBBER-
HOLDEER 0-3 bar YES 1

906.001
W 20x1/14" lf 

CH.25 IT
RUBBER-
HOLDEER 0-3 bar NO 1

906.101
W 21,8x1/14" lf 

CH.27 EXP
RUBBER-
HOLDEER 0-3 bar NO 1

CODE INLET OUTLET CAPACITY PCS.

941.001 W 20x1/14" lf W 20x1/14" lf 8 Kg./h 12

942.001 20x1,5 rh 20x1,5 rh 8 Kg./h 12

HIGH PRESSURE 6 KG/H LPG REDUCER WITH MANUAL 
RESETTING SAFETY VALVE

HIGH PRESSURE 3 KG/H LPG REDUCER WITH EXTERNAL ADJUSTMENT

HIGH PRESSURE 10-11 KG/H LPG REDUCER

HIGH PRESSURE 6 KG/H LPG REDUCER WITH EXTERNAL
ADJUSTMENT

AUTOMATIC CHANGEOVER REGULATOR WITH VISUALIZER
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CODE INLET OUTLET CAPACITY PCS.

930.004 W 20x1/14" lf F 3/8" 4 Kg./h 4/32

930.006 W 20x1/14" lf F 1/2" 6 Kg./h 1/8

930.012 W 20x1/14" lf F 1/2" 12 Kg./h 1/8

CODE INLET OUTLET ADJUSTMENT PCS.

602.500.ZG
W 20x1/14" lf            

CH. 25 IT PORTAGOMMA VARIABLE 100

602.501.ZG
W 21,8x1/14" lf 

CH. 27 EXP PORTAGOMMA VARIABLE 100

CODE INLET OUTLET ADJUSTMENT PCS.

609.001
W 20x1/14" lf 

CH.25 RUBBER-HOLDER FIXED 29 mbar 1

CODE INLET OUTLET ADJUSTMENT PCS.

602.300.VB
W 20x1/14" lf 

CH.25 IT RUBBER-HOLDER FIXED 30 mbar 100

602.300.ZG
W 20x1/14" lf 

CH.25 IT RUBBER-HOLDER FIXED 30 mbar 1

602.301.VB
W 21,8x1/14" lf 

CH.27 EXP RUBBER-HOLDER FIXED 30 mbar 100

602.303.VB
W 21,8x1/14" lf 

CH.27 EXP RUBBER-HOLDER FIXED 50 mbar 100

CODE INLET OUTLET ADJUSTMENT PCS.

604.300
W 20x1/14" lf 

CH.25 IT RUBBER-HOLDER FIXED 30 mbar 1

604.301
W 21,8x1/14" lf 

CH.27 EXP RUBBER-HOLDER FIXED 30 mbar 100

604.303
W 21,8x1/14" lf 

CH. 27 EXP RUBBER-HOLDER FIXED 50 mbar 100

FIRST AND SECOND STAGE ADJUSTMENT GROUP  HIGH-LOW PRESSURE

BLUE PAINTED
YELLOW ZINC 

COATED

BLUE PAINTED
YELLOW ZINC 

COATED

HORIZONTAL LOW PRESSURE 1 KG/H LPG REGULATOR
EXPORT EXTRA CEE MODEL WITH EXTERNAL ADJUSTMENT

HORIZONTAL LOW PRESSURE 1 KG/H LPG REGULATOR
EN 16129 NORM

HORIZONTAL LOW PRESSURE 1 KG/H LPG REGULATOR IMQ
APPROVED

COVER

HORIZONTAL LOW PRESSURE 1,5 KG/H LPG REGULATOR
EN 16129 NORM
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CODE INLET OUTLET ADJUSTMENT PCS.

606.001 16 x 1,5 rh RUBBER-HOLDER FIXED 29 mbar 1

CODE INLET OUTLET ADJUSTMENT PCS.

753.011
W 20x1/14" lf 

CH.25 F 3/8" rh
ADJUSTABLE       
30-50 mbar 1

753.101
W 21,8x1/14" lf 

CH.27 F 3/8" rh
ADJUSTABLE       
30-50 mbar 1

CODE INLET OUTLET ADJUSTMENT PCS.

753.100
W 20x1/14" lf 

CH.25 IT F 3/8" FIXED 29 mbar 25

753.102
W 21,8x1/14" lf 

CH.27 EXP F 3/8" FIXED 29 mbar 50

753.103
W 21,8x1/14" lf 

CH.27 EXP F 3/8" FIXED 50 mbar 50

CODE INLET OUTLET ADJUSTMENT PCS.

754.001
W 20x1/14" lf 

CH.25 F 3/8" rh ADJUSTABLE 1/50

754.101
W 21,8x1/14" lf 

CH.27 F 3/8" rh ADJUSTABLE 1/50

754.201 F 1/4" rh F 3/8" rh ADJUSTABLE 1/50

CODE INLET OUTLET ADJUSTMENT PCS.

755.001 F 1/4" rh F 3/8" rh
10 POSITIONS   
50-150 mbar 1/32

HORIZONTAL LOW PRESSURE 3 KG/H LPG REGULATOR
EN 16129 NORM

HORIZONTAL LOW PRESSURE 4 KG/H LPG REGULATOR

HORIZONTAL LOW PRESSURE 0,8 KG/H LPG CAMPING 
REGULATOR EN 16129 NORM

HORIZONTAL LOW PRESSURE 3 KG/H LPG REGULATOR FIXED
ADJUSTMENT FOR DOMESTIC USE EN 16129 NORM

HORIZONTAL LOW PRESSURE 4 KG/H LPG REGULATOR FOR
RADIANT INFRARED PANELS EN 16129 NORM
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CODE INLET OUTLET ADJUSTMENT PCS.

706.001
W 20x1/14" lf 

CH.25 F 1/2" rh
30 mbar 

ADJUSTABLE 1/24

706.101
W 21,8x1/14" lf 

CH.27 F 1/2" rh
30 mbar 

ADJUSTABLE 1/24

706.201 F 1/2" rh F 1/2" rh
30 mbar 

ADJUSTABLE 1/24

706.301 F 1/4" rh F 1/2" rh
30 mbar 

ADJUSTABLE 1/24

CODE INLET OUTLET ADJUSTMENT PCS.

710.004 F 1/2" rh F 1/2" rh
30 mbar 

ADJUSTABLE 1/24

710.005 F 1/4" rh F 1/2" rh
30 mbar 

ADJUSTABLE 1/24

710.010
W 20x1/14" lf 

CH.25 F 1/2" rh
30 mbar 

ADJUSTABLE 1/24

710.101
W 21,8x1/14" lf 

CH.27 F 1/2" rh
30 mbar 

ADJUSTABLE 1/24

CODE INLET OUTLET ADJUSTMENT PCS.

712.001 F 1/4" rh F 1/2" rh
30 mbar 

ADJUSTABLE 1/24

712.101
W 20x1/14" lf 

CH.25 F 1/2" rh
30 mbar 

ADJUSTABLE 1/24

712.201
W 21,8x1/14" lf 

CH.27 F 1/2" rh
30 mbar 

ADJUSTABLE 1/24

712.301 F 1/2" rh F 1/2" rh
30 mbar 

ADJUSTABLE 1/24

CODE INLET OUTLET ADJUSTMENT PCS.

725.001 F 1/2" rh F 3/4" rh
ADJUSTABLE                      
30-35 mbar 1/12

CODE INLET OUTLET ADJUSTMENT CAPACITY PCS.

768.008 F 1/2" F 3/4"
ADJUSTABLE                             
25-45 mbar 20 Kg./h 1

768.008A F 1/2" F 3/4"
VARIABLE                             

20-200 mbar 20 Kg./h 1

HORIZONTAL LOW PRESSURE 10 KG/H LPG REGULATOR

HORIZONTAL LOW PRESSURE 6 KG/H LPG REGULATOR

HORIZONTAL LOW PRESSURE 12 KG/H LPG REGULATOR

LOW PRESSURE 20 KG/H LPG REGULATOR

HORIZONTAL LOW PRESSURE 25 KG/H LPG REGULATOR
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CODE INLET OUTLET ADJUSTMENT CAPACITY PCS.

768.007 F 1/2" F 3/4"
ADJUSTABLE                             
27-36 mbar 30 Kg./h 1

768.007A F 1/2" F 3/4"
VARIABLE                        

20-300 mbar 30 Kg./h 1

768.009 F 3/4" F 1"
ADJUSTABLE                              
24-41 mbar 40 Kg./h 1

768.009A F 3/4" F 1"
VARIABLE                              

10-200 mbar 40 Kg./h 1

768.012 F 3/4" F 1"
VARIABLE                   

20-300 mbar 50 Kg./h 1

CODE INLET OUTLET ADJUSTMENT CAPACITY PCS.

768.010 F 1" F 1 1/4"
ADJUSTABLE                              
25-43 mbar 60 Kg./h 1

768.011 F 1" F 1 1/4"
ADJUSTABLE                                
27-43 mbar 120 Kg./h 1

CODE VERSION INLET OUTLET PCS.

600.001 HORIZONTAL Ø 22 W 20x1/14" lf 10

600.101 VERTICAL Ø 22 W 20x1/14" lf 10

CODE INLET OUTLET CAPACITY PCS.

950.001 F 3/8" lf M 3/8" lf 1,5 Kg./h 10

950.002 F 3/8" lf M 3/8" lf 4 Kg./h 10

950.003 F 3/8" lf M 3/8" lf 6 Kg./h 10

950.004 F 3/8" lf M 3/8" lf 10 Kg./h 10

CODE INLET OUTLET ADJUSTMENT PCS.

602.K01
W 20x1/14" lf 

CH.25 RUBBER-HOLDER 30 mbar 1/50

602.K02
W 21,8x1/14" lf 

CH.27 RUBBER-HOLDER 30 mbar 1/50

LOW PRESSURE 30, 40 AND 50 KG/H LPG REGULATOR

SKINPACK KIT WITH 1 Kg./h REGULATOR EN 16129 NORM - SEAL -
2 CLIPS - 1,2 mt. GAS PIPE UNI 7140 NORM

QUICK-ON ADAPTER FOR CYLINDER

LOW PRESSURE 60 AND 120 KG/H LPG REGULATOR

EXCESS FLOW SAFETY VALVE WITH MANUAL RESETTING 

 

48



CODE PCS.

500.010 1

500.015 1

CODE PCS.

501.010 1

501.015 1

CODE PCS.

502.010 1

502.015 1

CODE PCS.

503.010 1

CODE CONNECTION LENGHT mm.
BURNER 

CONNECTION PCS.

504.010 F 3/8" rh 100 M 10x1 1

504.020 F 3/8" rh 270 M 10x1 1

504.030 F 3/8" rh 400 M 10x1 1

504.040 F 3/8" rh 600 M 10x1 1

504.050 F 3/8" rh 700 M 10x1 1

CODE CONNECTION PCS.

505.001 F 10x1 1

505.002 F 10x1 1

505.003 F 10x1 1

505.004 F 10x1 1

INLET

RUBBER-HOLDER

M 1/4" lf

INLET

RUBBER-HOLDER

M 1/4" lf

INLET

RUBBER-HOLDER

M 1/4" lf

INLET

F 3/8" rh

45 mm.

60 mm.

75 mm.

STEEL BURNERS

Ø BURNER

30 mm.

EXTENSION TUBE

HANDGRIP WITH ECONOMIZER LEVER

WELDER WITH COPPER HAMMER

SIMPLE HANDGRIP

WELDING KIT WITH COPPER HAMMER
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CODE CONNECTION PCS.

506.001 F 10x1 1

506.002 F 10x1 1

506.003 F 10x1 1

506.004 F 10x1 1

506.005 F 10x1 1

CODE CONNECTION PCS.

507.001 F 10x1 1

507.001A F 10x1 1

507.002 F 10x1 1

507.003 F 10x1 1

CODE CONNECTION Ø HOSE PCS.

508.001 F 10x1 24 mm. 1

CODE CONNECTION PCS.

508.011 F 10x1 1

508.012 F 16x1 1

CODE CONNECTION PCS.

509.001 Ø 21-22 1

22 mm. CURVED

JOINT FOR SURROUNDING BURNER

FLAT FLAME FOR BURNER Ø 21 - 22

30 mm.

38 mm.

PIPES SURROUNDING BURNER

TURBO BRASS BURNERS

Ø BURNER

22 mm.

Ø BURNER

10 mm.

12 mm.

14 mm.

18 mm.

22 mm.

BRASS BURNERS

 

 

50



CODE Ø BURNER PCS.

510.001 22 1

510.101 22 1

510.002 30 1

510.102 30 1

510.003 45 1

510.103 45 1

510.004 60 1

510.104 60 1

510.005 75 1

510.105 75 1

CODE Ø BURNER PCS.

520.001 22 1

520.101 22 1

520.002 30 1

520.102 30 1

520.003 45 1

520.103 45 1

520.004 60 1

520.104 60 1

520.005 75 1

520.105 75 1

CODE Ø BURNER PCS.

530.001 22 1

530.101 22 1

530.002 30 1

530.102 30 1

530.003 45 1

530.103 45 1

530.004 60 1

530.104 60 1

530.005 75 1

530.105 75 1

INLET BURNER TYPE

M 1/4" lf STEEL

RUBBER-PIPE STEEL

M 1/4" lf STEEL

RUBBER-PIPE STEEL

M 1/4" lf STEEL

RUBBER-PIPE BRASS

M 1/4" lf BRASS

RUBBER-PIPE

M 1/4" lf

RUBBER-PIPE STEEL

M 1/4" lf STEEL

RUBBER-PIPE STEEL

STEEL

STEEL

STEEL

STEEL

RUBBER-PIPE

M 1/4" lf

RUBBER-PIPE

M 1/4" lf

BURNER TYPE

BRASS

BRASS

STEEL

STEEL

STEEL

STEEL

INLET

RUBBER-PIPE

M 1/4" lf

RUBBER-PIPE

M 1/4" lf

RUBBER-PIPE

M 1/4" lf

BURNER TYPE

BRASS

BRASS

STEEL

STEEL

STEEL

STEEL

STEEL

STEEL

SIMPLE WELDER WITH BURNER AND 700 MM. EXTENSION TUBE

SIMPLE WELDER WITH BURNER AND 100 MM. EXTENSION TUBE

SIMPLE WELDER WITH BURNER AND 400 MM. EXTENSION TUBE

STEEL

STEEL

INLET

RUBBER-PIPE

M 1/4" lf

RUBBER-PIPE

M 1/4" lf

RUBBER-PIPE

M 1/4" lf

RUBBER-PIPE

M 1/4" lf
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CODE Ø BURNER PCS.

550.001 22 1

550.101 22 1

550.002 30 1

550.102 30 1

550.003 45 1

550.103 45 1

550.004 60 1

550.104 60 1

550.005 75 1

550.105 75 1

CODE Ø BURNER PCS.

560.001 22 1

560.101 22 1

560.002 30 1

560.102 30 1

560.003 45 1

560.103 45 1

560.004 60 1

560.104 60 1

560.005 75 1

560.105 75 1

CODE Ø BURNER PCS.

570.001 22 1

570.101 22 1

570.002 30 1

570.102 30 1

570.003 45 1

570.103 45 1

570.004 60 1

570.104 60 1

570.005 75 1

570.105 75 1

RUBBER-PIPE STEEL

M 1/4" lf STEEL

M 1/4" lf STEEL

RUBBER-PIPE STEEL

M 1/4" lf STEEL

RUBBER-PIPE STEEL

M 1/4" lf STEEL

M 1/4" lf STEEL

INLET BURNER TYPE

RUBBER-PIPE BRASS

M 1/4" lf BRASS

RUBBER-PIPE STEEL

STEEL

M 1/4" lf STEEL

RUBBER-PIPE STEEL

M 1/4" lf STEEL

RUBBER-PIPE STEEL

INLET BURNER TYPE

RUBBER-PIPE BRASS

M 1/4" lf BRASS

WELDER WITH LEVER - BURNER AND 700 MM. EXTENSION TUBE

INLET BURNER TYPE

RUBBER-PIPE BRASS

M 1/4" lf BRASS

RUBBER-PIPE STEEL

M 1/4" lf STEEL

RUBBER-PIPE

WELDER WITH LEVER - BURNER AND 100 MM. EXTENSION TUBE

WELDER WITH LEVER - BURNER AND 400 MM. EXTENSION TUBE

RUBBER-PIPE STEEL

M 1/4" lf STEEL

RUBBER-PIPE STEEL

M 1/4" lf STEEL

RUBBER-PIPE STEEL

M 1/4" lf STEEL

RUBBER-PIPE STEEL

M 1/4" lf STEEL
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CODE INLET OUTLET LENGHT PRESSURE PCS.

572.001 W 20x1/14" lf FREE mt. 2 20 bar 1

572.002 W 20x1/14" lf F 1/4" lf mt. 2 20 bar 1

572.003 W 21,8x1/14" lf FREE mt. 2 20 bar 1

572.004 W 21,8x1/14" lf F 1/4" lf mt. 2 20 bar 1

CODE CONNECTION PCS.

545.001 7/16" 1

545.002 16 x 1,5 CAMP. 1

545.003 TO HOLE 1

545.004 BUNSEN 1

CODE CONNECTION Ø BURNER HOSE EXTENSION PCS.

513.001 RUBBER-HOLDER 22 mm. 2 mt. CH25 100 mm. 1

513.002 M 1/4" lf 22 mm.
2 mt. CH 25 +                        

F 1/4" lf 100 mm. 1

513.003 RUBBER-HOLDER 22 mm. 2 mt. CH27 100 mm. 1

513.004 M 1/4" lf 22 mm.
2 mt. CH 27 +                     

F 1/4" lf 100 mm. 1

CODE CONNECTION EXTENSION HOSE Ø BURNER PCS.

513.011 RUBBER-HOLDER 100+270mm. 2 mt. CH25 22+45 mm. 1

513.012 M 1/4" lf 100+270mm.
2 mt. CH25+          

F 1/4" lf 22+45 mm. 1

513.013 RUBBER-HOLDER 100+270mm. 2 mt. CH 27 22+45 mm. 1

513.014 M 1/4" lf 100+270mm.
2 mt. CH27 +                            

F 1/4" lf 22+45 mm. 1

CODE CONNECTION Ø BURNER HOSE EXTENSION PCS.

513.021 RUBBER-HOLDER 22 mm. 2 mt. CH25 100 mm. 1

513.022 M 1/4" lf 22 mm.
2 mt. CH25+                          

F 1/4" lf 100 mm. 1

BLISTER WITH LEVER WELDER ART. 550.001 + HOSE

21 mm.

BLISTER WITH WELDING TORCH ART. 510.001 + HOSE

BLISTER WITH WELDING TORCH ART. 510.001 + HOSE + 270 mm. 
EXTENSION TUBE + Ø 45 BURNER

Ø BURNER

21 mm.

21 mm.

VERTICAL

CONNECTED PIPES FOR WELDING APPLIANCES

WELDER FOR CARTRIDGE-HOLDER OR 7/16" CARTRIDGES
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CODE CONNECTION EXTENSION HOSE Ø BURNER PCS.

513.031 RUBBER-HOLDER 100+270 mm. 2 mt. CH25 22+45 mm. 1

513.032 M 1/4" lf 100+270 mm.
2 mt. CH25+                                   

F 1/4" lf 22+45 mm. 1

CODE PCS.

513.101 1

CODE CONNECTION PIEZO PCS.

513.111 16 x 1,5 CAMP. NO 1

513.112 16 x 1,5 CAMP. YES 1

513.113 7/16" NO 1

513.114 7/16" YES 1

513.115 TO HOLE NO 1

513.116 TO HOLE YES 1

CODE PCS.

513.125 1

513.126 1

CODE PCS.

513.131 1

513.132 1

W 20x1/14" lf IT RUBBER-HOLDER

W 21,8x1/14" lf EXP RUBBER-HOLDER

SKINPACK WITH 6 KG./H HIGH PRESSURE REGULATOR

INLET OUTLET

INLET OUTLET

W 20x1/14" lf IT RUBBER-HOLDER

W 21,8x1/14" lf EXP RUBBER-HOLDER

21 mm.

21 mm.

21 mm.

21 mm.

SKINPACK WITH 3 KG./H HIGH PRESSURE REGULATOR

Ø BURNER

21 mm.

21 mm.

Ø BURNER
22 + PIPES SORROUNDING +                                     

FLAT FLAME

CONNECTION

RUBBER-HOLDER

SKINPACK WITH WELDER FOR CARTRIDGE-HOLDER, 7/16"
CARTRIDGE OR BOTTLE

SKINPACK WELDING TORCH WITH ACCESSORIES

BLISTER WITH LEVER WELDER ART. 550.001 + HOSE + 270 mm.
EXTENSION TUBE + Ø 45 BURNER
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CODE CONNECTION Ø BURNER PCS.

513.150 F 10x1 10 mm. 1

513.151 F 10x1 12 mm. 1

513.152 F 10x1 14 mm. 1

513.153 F 10x1 18 mm. 1

513.154 F 10x1 22 mm. 1

513.155 F 10x1 22 mm. 1

513.156 F 10x1 30 mm. 1

513.157 F 10x1 38 mm. 1

513.158 F 10x1 30 mm. 1

513.159 F 10x1 45 mm. 1

513.160 F 10x1 60 mm. 1

513.161 F 10x1 75 mm. 1

513.162 F 10x1 24 mm. 1

513.163 Ø 20 - 21 PLANE 1

CODE PIEZO PCS.

540.001 YES 1/8

541.001 NO 1/8

CODE PIEZO PCS.

541.002 NO 1/8

541.003 NO 1/8

CODE PIEZO PCS.

541.010 NO 1/8

CODE PCS.

541.020 1

LASER DIABLO WELDER WITH METAL CARTRIDGE-HOLDER

WELDING TORCH KIT WITH CARTRIDGE-HOLDER AND HOSE 2 mt.

22 mm.

21 + 24 FOR PIPES + FLAT FLAME

Ø BURNER

20 mm.

CARTRIDGE WELDER KIT WITH 3 BURNERS

Ø BURNER

20 mm. VERTICAL BURNER

21 mm.

BUNSEN BURNER WITH METAL CARTRIDGE-HOLDER

Ø BURNER

Ø BURNER

21 mm.

STEEL

STEEL

STEEL

STEEL

PIPES SORROUNDING

FLAT FLAME

BRASS

BRASS

BRASS

TURBO

TURBO

TURBO

BURNER TYPE

BRASS

BRASS

SKINPACK WITH BURNER FOR WELDING TORCH
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CODE PCS.

542.001 1

CODE PCS.

542.002 1

CODE PCS.

542.020 1

CODE PCS.

542.041 1

CODE VERSION PIEZO COMPOSITION TEMP. PCS.

542.050 EUROFIRE YES
WELDER + 
CARTRIDGE 1650° C 1

542.052 1

CODE POWER
WORKING 
TEMPERAT.

FLAME 
TEMPERATURE PCS.

542.060 2,1 Kw 800° C 1800° C 1

WELDING TORCH KIT WITH PLASTIC CARTRIDGE-HOLDER AND
HOSE 2 mt.

MAPP GAS SPARE CARTRIDGE

EUROFIRE Ø 22 PIEZO WELDER 7/16" CONNECTION WITH MAXY
GAS CARTRIDGE FOR UPSIDE-DOWN USE TOO

Ø BURNER

21 mm.

EUROFIRE Ø 22 UNIVERSAL WELDER WITH CARTRIDGE FOR
UPSIDE-DOWN USE TOO

CONSUMPTION

130 g/h max

Ø BURNER

22 mm.

PIEZO WELDER WITH PLASTIC CARTRIDGE-HOLDER

Ø BURNER

20 mm.

Ø BURNER

21 mm.

BUNSEN BURNER WITH PLASTIC CARTRIDGE-HOLDER

WELDER WITH PLASTIC CARTRIDGE-HOLDER
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CODE VERSION PCS.

542.090 TURBOSET 90 1

CODE CONNECTION CAPACITY PCS.

542.101 M 12x1 1 lt.-110 bar 1

542.102 7/16" 610 ml. 1

CODE PIEZO PCS.

542.150 YES 1

542.151 1

CODE DIAMETER TYPE PIEZO PCS.

542.152 22 7/16" YES 1

CODE TYPE PCS.

542.153 7/16" 1

MAPP GAS CARTRIDGE'S JOINT FOR EUROFIRE 7/16" WELDER

VERSION

JOINT FOR MAPP GAS CARTRIDGE

EUROFIRE FOR MAPP GAS 
CARTRIDGE

7/16" MAXI GAS CARTRIDGE 
JOINT

EUROFIRE Ø 22 WELDER FOR MAXI GAS CARTRIDGES

MAXI GAS CARTRIDGE

EUROFIRE Ø 22 WELDER FOR UPSIDE-DOWN USE TOO

VERSION

TURBOSET 90 BOTTLES

VERSION

OXYGEN BOTTLE

TEMPERATURE

3050° C

PORTABLE WELDING TURBOSET EQUIPPED WITH OXIGEN
BOTTLE - MAXI GAS CARTRIDGE - REDUCERS - 2 MT. HOSES -
WELDING TORCH - SAFETY VALVES
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CODE VERSION CAPACITY PCS.

580.002 MINI IT lt.2+lt.2 1

580.004 MAXI IT lt.5+lt.5 1

580.005 MEDI IT lt.5+lt.2 1

CODE USE PCS.

542.110
WELDING-
BRAZING 1

542.111 UNIVERSAL 1

542.112
HYDRAULIC 

REPAIRS 1

RESISTANCE

HIGH

HIGH

LOW

10 WANDS
COPPER + PHOSPHORUS

5 SILVER WANDS (45%) +
DEOXIDIZER

SOLDER

OXYGEN + PROPANE

WELDING AND BRAZING CONTRIBUTION MATERIALS

MATERIAL

COMPLETE SET FOR OXYACETILENE - OXYPROPANE WELDING
EQUIPPED WITH CART, REDUCERS WITH VALVES, HANDLE WITH
VALVES, 4 MT. DOUBLE HOSE, WELDING TORCH, GOGGLES,
FILLER METALS WITH DEOXIDIZER

GAS TYPE

OXYGEN + PROPANE

OXYGEN + ACETYLENE
WITH SPEAR CUT
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CODE CONNECTION CAPACITY MATERIAL CLASS PCS.

BKL.001M
1 1/4"                 

110 mm. 4 mc/h STEEL G 2,5 1

BKL.003M
1 1/4"                 

110 mm. 6 mc/h STEEL G 4 1

CODE CONNECTION CAPACITY CLASS PCS.

BK1.004
1 1/4"                 

250 mm. 10 mc/h G 6 1

BK1.005
1 1/4"                           

250 mm. 16 mc/h G 10 1

BK1.006
2"                        

280 mm. 25 mc/h G 16 1

BK1.007
2 1/2"                   

335 mm. 40 mc/h G 25 1

BK1.008
DN 80                     

510 mm. 65 mc/h G 40 1

BK1.009
DN 80                  

640 mm. 100 mc/h G 65 1

BK1.010
DN 100                   

710 mm. 160 mc/h G 100 1

CODE CONNECTION CAPACITY CLASS PCS.

BKS.001
1 1/4"                 

110 mm. 6 mc/h G 4 1

BKS.002
1 1/4"                 

250 mm. 16 mc/h G 10 1

BKS.003
2"                           

250 mm. 16 mc/h G 10 1

BKS.004
2"                        

280 mm. 25 mc/h G 16 1

BKS.005
2"                           

250 mm. 40 mc/h G 25 1

BKS.006
2"                        

280 mm. 65 mc/h G 40 1

CODE VERSION PCS.

BKA.001 INZ-61 1

BKA.002 INZ-62 1

FISCAL GAS METER EN1359 NORM - MID APPROVAL

PULSE GENERATOR B.F. TYPE INZ-61 

FISCAL GAS METER EN1359 NORM - MID APPROVAL

FISCAL GAS METER EN1359 NORM - MID APPROVAL
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CODE VERSION CAPACITY CLASS PCS.

TRB.001 DN 50 100 mc/h G 65 1

TRB.002 DN 80 160 mc/h G 100 1

TRB.003 DN 80 250 mc/h G 160 1

TRB.004 DN 80 400 mc/h G 250 1

TRB.005 DN 100 250 mc/h G 160 1

TRB.006 DN 100 400 mc/h G 250 1

TRB.007 DN 100 650 mc/h G 400 1

TRB.008 DN 150 400 mc/h G 250 1

TRB.009 DN 150 650 mc/h G 400 1

TRB.010 DN 150 1000 mc/h G 650 1

TRB.011 DN 150 1600 mc/h G 1000 1

TRB.012 DN 200 1600 mc/h G 1000 1

CODE VERSION CAPACITY CLASS PCS.

QNT.001 DN 50 100 mc/h Q 65 1

QNT.002 DN 80 160 mc/h Q100 1

QNT.003 DN 80 250 mc/h Q 160 1

QNT.004 DN 100 400 mc/h Q 250 1

QNT.005 DN 150 650 mc/h Q 400 1

QNT.006 DN 150 1000 mc/h Q 650 1

QNT.007 DN 200 1600 mc/h Q 1000 1

QNT.008 DN 200 2500 mc/h Q 1600 1

QNT.009 DN 250 2500 mc/h Q 1600 1

QNT.010 DN 300 4000 mc/h Q 2500 1

QNT.011 DN 400 6500 mc/h Q 4000 1

CODE VERSION CAPACITY CLASS PCS.

QNA.001 DN 25 16 mc/h QA 10 1

QNA.002 DN 25 25 mc/h QA 16 1

QNA.003 DN 25 40 mc/h QA 25 1

QNA.004 DN 25 65 mc/h QA 40 1

QNA.005 DN 50 100 mc/h QA 65 1

QNA.006 DN 80 160 mc/h QA 100 1

QNA.007 DN 80 250 mc/h QA 160 1

QNA.008 DN 100 400 mc/h QA 250 1

QNA.009 DN 150 650 mc/h QA 400 1

QNA.010 DN 150 1000 mc/h QA 650 1

QNA.011 DN 150 1600 mc/h QA 1000 1

TURBINE GAS METER EN12261 NORM - MID APPROVAL

DIVISIONAL GAS METER DIN-DVGW NORMS

ALUMINIUM DIVISIONAL GAS METER DIN-DVGW NORMS 

 

60



CODE VERSION CAPACITY CLASS PCS.

QZK.001 DN 40 25 mc/h Q 16 1

QZK.002 DN 50 25 mc/h Q 16 1

QZK.003 DN 40 40 mc/h Q 25 1

QZK.004 DN 50 40 mc/h Q 25 1

QZK.005 DN 40 65 mc/h Q 40 1

QZK.006 DN 50 65 mc/h Q 40 1

QZK.007 DN 40 100 mc/h Q 65 1

QZK.008 DN 50 100 mc/h Q 65 1

QZK.009 DN 80 100 mc/h Q 65 1

QZK.010 DN 50 160 mc/h Q 100 1

QZK.011 DN 80 160 mc/h Q 100 1

QZK.012 DN 100 160 mc/h Q 100 1

QZK.013 DN 80 250 mc/h Q 160 1

QZK.014 DN 100 250 mc/h Q 160 1

QZK.015 DN 80 400 mc/h Q 250 1

QZK.016 DN 100 400 mc/h Q 250 1

QZK.017 DN 100 650 mc/h Q 400 1

CODE VERSION PCS.

ADA.001 1 1/2" 1

ADA.002 2" 1

ADA.003 DN 50/50 1

ADA.004 DN 80/80 1

ADA.005 DN 100/100 1

CODE VERSIONE CAPACITY MATERIAL CLASS PCS.
PST.001 DN 50 25 mc/h ALUMINIUM G 16 1
PST.002 DN 50 40 mc/h ALUMINIUM G 25 1
PST.003 DN 50 65 mc/h ALUMINIUM G 40 1
PST.004 DN 50 100 mc/h ALUMINIUM G 65 1
PST.005 DN 80 160 mc/h ALUMINIUM G 100 1
PST.006 DN 80 250 mc/h ALUMINIUM G 160 1

PST.006BIS DN 100 250 mc/h ALUMINIUM G 160 1
PST.007 DN 100 400 mc/h ALUMINIUM G 250 1

PST.007BIS DN 80 400 mc/h ALUMINIUM G 250 1
PST.008 DN 150 650 mc/h ALUMINIUM G 400 1

PST.008BIS DN 100 650 mc/h ALUMINIUM G 400 1

IRM PST.009 DN 150 1000 mc/h ALUMINIUM G 650 1

IRM PST.010 DN 200 1600 mc/h ALUMINIUM G 1000 1

CODE VERSION PCS.
PST.G01 IN-S11  BF 1
PST.G02 IN-S12  BF 1
PST.G03 HF 1

BIOGAS QUANTOMETER

ADAPTER BODY FOR QUANTOMETER

ROTARY GAS METER EN1359 NORM - MID APPROVAL

PULSE GENERATOR FOR ROTARY GAS METERS
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CODE VERSION CAPACITY MATERIAL CLASS PCS.

PST.201 DN 25 16 mc/h ALUMINIUM G 10 1

PST.202 DN 25 25 mc/h ALUMINIUM G 16 1

PST.203 DN 25 40 mc/h ALUMINIUM G 25 1

CODE CONNECTION CAPACITY CLASS PCS.

LAB.001 M 1 1/4" 10 mc/h G 4/6 1

CODE
READING 
SYSTEM VERSION PCS.

CRT.001 BOX EK 220 1

CRT.003
BOX +                                 

T. READING
EK 260 1

CODE
READING 
SYSTEM VERSION FEEDING PCS.

BRT.010
BOX + 

T.READING FE 260 220 V 1

BRT.011
BOX + 

T.READING FE 260 24 V. dc 1

BRT.012 1

BRT.013 1FE260 POWER SUPPLY KIT + RS232 INTERFACE

FEEDER 220 V. FOR READING SYSTEM

FEEDING

LITHIUM BATTERY

2 LITHIUM BATTERIES

PRESSURE-VOLUME-TEMPERATURE CORRECTOR

RS232/RS485 INTERFACE FOR FE260 DATA DOWNLOAD

MINI ROTARY GAS METER "RABO COMPACT"

LABORATORY DRY GAS METER DIN 3374 NORM
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CODE VERSION LENGHT PRESSURE PCS.
2105.01 MF 1/2" 100 mm. PN 10 1
2105.02 MF 3/4" 110 mm. PN 10 1
2105.03 MF 1" 120 mm. PN 10 1
2105.04 MF 1 1/4" 135 mm. PN 10 1
2105.05 MF 1 1/2" 145 mm. PN 10 1
2105.06 MF 2" 150 mm. PN 10 1
2105.07 MF 2 1/2" 170 mm. PN 10 1
2105.08 MF 3" 200 mm. PN 10 1
2105.09 MF 4" 220 mm. PN 10 1

CODE VERSION PRESSURE PCS.
2106.01 SS 1/2" PN 25 1
2106.02 SS 3/4" PN 25 1
2106.03 SS 1" PN 25 1
2106.04 SS 1 1/4" PN 25 1
2106.05 SS 1 1/2" PN 25 1
2106.06 SS 2" PN 25 1
2106.07 SS 2 1/2" PN 25 1
2106.08 SS 3" PN 25 1
2106.09 SS 4" PN 25 1
2106.10 SS 5" PN 25 1
2106.11 SS 6" PN 25 1
2106.12 SS 8" PN 25 1
2106.13 SS 10" PN 25 1
2106.14 SS 12" PN 25 1

CODE CONNECTION PCS.

2111.01 3/4" x 1 1/4" 6

2111.02 1" x 1 1/4" 6

CODE CONNECTION PCS.

2111.03 3/4" x 1 1/4" 6

2111.04 1" x 1 1/4" 6

CODE CONNECTION PCS.

2111.21 3/4" x 1 1/4" 1

CENTRE DISTANCE

110 mm.

110 mm.

CENTRE DISTANCE

110 mm.

110 mm.

BALL-BRACKET FOR GAS METER WITH SAFETY KEY CLOSING

CENTRE DISTANCE

110 mm.

BALL-BRACKET FOR GAS METER WITH OUTLET PRESSURE

DN250  -  250 mm.
DN300  -  300 mm.

BALL-BRACKET FOR GAS METER

DN65  -  65 mm.
DN80  -  80 mm.

DN100  -  100 mm.
DN125  -  125 mm.
DN150  -  150 mm.
DN200  -  200 mm.

DN15  -  12 mm.
DN20  -  16 mm.
DN25  -  25 mm.
DN32  -  32 mm.
DN40  -  40 mm.
DN50  -  50 mm.

DIELECTRIC JOINT FOR GAS AND WATER PIPES UNI 10285 NORM

DN

GAS AND WATER DIELECTRIC JOINT UNI 10284 NORM

 ON REQUEST CONNECTION   MM / FF / MS / SS

 

 

63



CODE LENGHT PCS.

2111.40 1 1/4" 1000

CODE MATERIAL PCS.

2115.01 CARBOTEN 1

2115.02 CARBOTEN 1

2115.03 CARBOTEN 1

CODE PCS.

2120.01 1

2120.02 1

2120.03 1

2120.04 1

CODE INLET LENGHT PCS.

2121.10 M 1" 500 mm. 1

CODE INLET CONNECT. OUTLET LENGHT PCS.

2121.20 M 1 1/2" 2 x 1" M M 1 1/2" 430 mm. 1

2121.21 M 1 1/2" 3 x 1" M M 1 1/2" 730 mm. 1

2121.22 M 1 1/2" 4 x 1" M M 1 1/2" 1030 mm. 1

2121.23 M 1 1/2" 5 x 1" M M 1 1/2" 1330 mm. 1

2121.24 M 1 1/2" 6 x 1" M M 1 1/2" 1630 mm. 1

CODE LENGHT PCS.

2130.01 250-110 1

2 1/2"  -  71x58x4

GAS METER BRASS JOINT WITH NUT

CONNECTION

OUTLET
2 x M 3/4" - 2 x M 1/2" -                 

1 x F 1/4"

DIMENSIONS

1 1/4"  -  38x30x3

2"  -  55x46,5x4

GAS METER COLLECTOR

MF 3/4" x 1 1/4"

MF 1" x 1 1/4"

MF 1 1/2" x 2"

MF 2" x 2 1/2"

GAS COLLECTOR 0,5 BAR MAX.

GAS METER ADAPTER

CONNECTION

MF 1 1/4"

STAND FOR BRACKET

RUBBER SEAL

CENTRE DISTANCE

110 mm.
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CODE CONNECTION LENGHT PRESSURE PCS.

2140.01 3/4" x 1" 140 mm. 1 bar 1

2140.02 3/4" x 1 1/4" 150 mm. 1 bar 1

CODE CONNECTION PRESSURE PCS.

2145.01 F 1/2" 16 bar 1

2145.02 F 3/4" 16 bar 1

2145.03 F 1" 16 bar 1

2145.04 F 1 1/4" 16 bar 1

2145.05 F 1 1/2" 16 bar 1

2145.06 F 2" 16 bar 1

2145.01L F 1/2" 16 bar 1

2145.02L F 3/4" 16 bar 1

2145.03L F 1" 16 bar 1

2145.04L F 1 1/4" 16 bar 1

2145.05L F 1 1/2" 16 bar 1

2145.06L F 2" 16 bar 1

CODE MEASURES THICKNESS PCS.

2151.01
HxLxD 

400x300x250 8/10 mm. 1

2151.02
HxLxD 

500x300x250 8/10 mm. 1

2151.03
HxLxD 

500x400x250 8/10 mm. 1

2151.04
HxLxD 

500x500x250 8/10 mm. 1

2151.06
HxLxD 

600x400x250 8/10 mm. 1

2151.07
HxLxD 

600x500x250 8/10 mm. 1

2151.08
HxLxD 

600x600x250 8/10 mm. 1

2151.09
HxLxD 

700x400x250 8/10 mm. 1

2151.10
HxLxD 

600x1000x250 8/10 mm. 1

2153.01
HxLxD 

400x300x250 8/10 mm. 1

2153.02
HxLxD 

500x300x250 8/10 mm. 1

2153.03
HxLxD 

500x400x250 8/10 mm. 1

2153.04
HxLxD 

500x500x250 8/10 mm. 1

2153.06
HxLxD 

600x400x250 8/10 mm. 1

2153.07
HxLxD 

600x500x250 8/10 mm. 1

2153.08
HxLxD 

600x600x250 8/10 mm. 1

2153.09
HxLxD 

700x400x250 8/10 mm. 1

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

ZINC COATING-PLATE

ZINC COATING-PLATE

ZINC COATING-PLATE

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

ZINC COATING-PLATE

ZINC COATING-PLATE

ZINC COATING-PLATE

ZINC COATING-PLATE

ZINC COATING-PLATE

GAS-METER BOXES ASSEMBLING KIT THICKNESS 8/10 mm.

MATERIAL

ZINC COATING-PLATE

BRASS LINE FILTERE

GAS METER FLEXIBLE JOINT
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CODE MEASURES THICKNESS PCS.

2152.01
HxLxD 

400x300x60 8/10 mm. 1

2152.02
HxLxD 

500x300x60 8/10 mm. 1

2152.03
HxLxD 

500x400x60 8/10 mm. 1

2152.04
HxLxD 

500x500x60 8/10 mm. 1

2152.06
HxLxD 

600x400x60 8/10 mm. 1

2152.07
HxLxD 

600x500x60 8/10 mm. 1

2152.08
HxLxD 

600x600x60 8/10 mm. 1

2152.09
HxLxD 

700x400x60 8/10 mm. 1

2152.10
HxLxD 

600x1000x60 8/10 mm. 1

2154.01
HxLxD 

400x300x60 8/10 mm. 1

2154.02
HxLxD 

500x300x60 8/10 mm. 1

2154.03
HxLxD 

500x400x60 8/10 mm. 1

2154.04
HxLxD 

500x500x60 8/10 mm. 1

2154.06
HxLxD 

600x400x60 8/10 mm. 1

2154.07
HxLxD 

600x500x60 8/10 mm. 1

2154.08
HxLxD 

600x600x60 8/10 mm. 1

2154.09
HxLxD 

700x400x60 8/10 mm. 1

CODE MEASURES THICKNESS PCS.

2151.51 400x300 8/10 mm. 1

2151.52 500x300 8/10 mm. 1

2151.53 500x400 8/10 mm. 1

2151.54 500x500 8/10 mm. 1

2151.56 600x400 8/10 mm. 1

2151.57 600x500 8/10 mm. 1

2151.58 600x600 8/10 mm. 1

2151.59 700x400 8/10 mm. 1

2151.60 600x1000 8/10 mm. 1

2153.51 400x300 8/10 mm. 1

2153.52 500x300 8/10 mm. 1

2153.53 500x400 8/10 mm. 1

2153.54 500x500 8/10 mm. 1

2153.56 600x400 8/10 mm. 1

2153.57 600x500 8/10 mm. 1

2153.58 600x600 8/10 mm. 1

2153.59 700x400 8/10 mm. 1STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

ZINC COATING-PLATE

ZINC COATING-PLATE

ZINC COATING-PLATE

ZINC COATING-PLATE

STAINLESS STEEL

STAINLESS STEEL

ZINC COATING-PLATE

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

SCHIENALI SPESSORE 8/10 mm.

MATERIAL

ZINC COATING-PLATE

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

ZINC COATING-PLATE

ZINC COATING-PLATE

ZINC COATING-PLATE

ZINC COATING-PLATE

ZINC COATING-PLATE

ZINC COATING-PLATE

ZINC COATING-PLATE

ZINC COATING-PLATE

ZINC COATING-PLATE

GAS-METER DOOR ASSEMBLING KIT THICKNESS 8/10 mm.

MATERIAL

ZINC COATING-PLATE

ZINC COATING-PLATE

ZINC COATING-PLATE
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CODE INLET OUTLET P MAX. PCS.
1130.01 F 1/2" F 1/2" 6 bar 1
1130.02 F 3/4" F 3/4" 6 bar 1

1130.01F10 F 1/2" F 1/2" 2 bar 1
1130.02F10 F 3/4" F 3/4" 2 bar 1

CODE INLET OUTLET PCS.
1140.01 F 1/2" F 1/2" 1
1140.02 F 3/4" F 3/4" 1
1140.03 F 1" F 1" 1
1140.04 F 1 1/4" F 1 1/4" 1
1140.05 F 1 1/2" F 1 1/2" 1
1140.06 F 2" F 2" 1

CODE INLET OUTLET PCS.
1150.F1 DN 25 DN 25 1
1150.F2 DN 32 DN 32 1
1150.F3 DN 40 DN 40 1
1150.F4 DN 50 DN 50 1
1150.01 DN 65 DN 65 1
1150.02 DN 80 DN 80 1
1150.03 DN 100 DN 100 1
1150.04 DN 150 DN 150 1

CODE INLET OUTLET PCS.
1160.01 F 1" F 1" 1
1160.02 F 1 1/4" F 1 1/4" 1
1160.03 F 1 1/2" F 1 1/2" 1
1160.04 F 2" F 2" 1

CODE INLET OUTLET PCS.

1310.01 F 1/2" F 1/2" 1

1310.02 F 3/4" F 3/4" 1

1310.03 F 1" F 1" 1

1310.04 F 1 1/4" F 1 1/4" 1

1310.05 F 1 1/2" F 1 1/2" 1

1310.06 F 2" F 2" 1

0,5 bar

0,5 bar

0,5 bar

0,5 bar

PRESSURE MAX. INLET

0,5 bar

0,5 bar

PRESSURE MAX. 
10 bar
10 bar
10 bar
10 bar

GAS LOCKING REGULATOR - "CE-PED" APPROVED UNI EN 88 NORM

6 bar
6 bar
6 bar
6 bar

GAS CARTRIDGE FILTER WITH UPRIGHT-ELBOW CONNECTION
CE-PED APPROVED

6 bar

GAS LINE FLANGED FILTER - "CE-PED" APPROVED
DIN 3386 NORM

PRESSURE MAX. 

6 bar

FILTER FOR GAS WALL FURNACE EN 13611 NORM

FILTER

6 bar
6 bar
6 bar

PRESSURE MAX. 
6 bar
6 bar
6 bar
6 bar
6 bar

50 MICRON
50 MICRON

GAS LINE FILTER - "CE-PED"

10 MICRON
10 MICRON
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CODE INLET OUTLET PCS.

1320.01 F 1/2" F 1/2" 1

1320.02 F 3/4" F 3/4" 1

1320.03 F 1" F 1" 1

1320.04 F 1 1/4" F 1 1/4" 1

1320.05 F 1 1/2" F 1 1/2" 1

1320.06 F 2" F 2" 1

CODE INLET OUTLET PCS.

1360.F1 DN 25 DN 25 1

1360.F2 DN 32 DN 32 1

1360.F3 DN 40 DN 40 1

1360.F4 DN 50 DN 50 1

1360.01 DN 65 DN 65 1

1360.02 DN 80 DN 80 1

1360.03 DN 100 DN 100 1

CODE INLET OUTLET PCS.

1360.F11 DN 25 DN 25 1

1360.F12 DN 32 DN 32 1

1360.F13 DN 40 DN 40 1

1360.F14 DN 50 DN 50 1

1360.11 DN 65 DN 65 1

1360.12 DN 80 DN 80 1

1360.13 DN 100 DN 100 1

CODE INLET OUTLET PRESSURE PCS.

1362.01 F 3/8" NPT F 3/8" NPT 7-30 mbar 1

1364.01 F 1/2" NPT F 1/2" NPT 7-30 mbar 1

1364.02 F 1/2" CIL. F 1/2" CIL. 7-30 mbar 1

CODE INLET OUTLET PRESSURE PCS.

1365.01 F 3/4" NPT F 3/4" NPT 7-30 mbar 50

1365.02 F 3/4" CIL. F 3/4" CIL. 7-30 mbar 50

1365.03 F 1/2" CIL. F 1/2" CIL. 7-30 mbar 50

SMALL GAS STABILIZER

PRESSURE MAX. INLET 

0,5 bar

0,5 bar

0,5 bar

SMALL GAS STABILIZER

0,5 bar

0,5 bar

0,5 bar

0,5 bar

PRESSURE MAX. INLET 

0,5 bar

0,5 bar

0,5 bar

GAS LOCKING FLANGED REGULATOR WITH INSIDE FILTER -
"CE-PED" APPROVED

0,5 bar

0,5 bar

0,5 bar

0,5 bar

GAS LOCKED FLANGED REGULATOR "CE-PED" APPROVED
UNI EN 88 NORM

0,5 bar

0,5 bar

0,5 bar

0,5 bar

PRESSURE MAX. INLET 

0,5 bar

0,5 bar

GAS LOCKING REGULATOR WITH INSIDE FILTER - "CE-PED"
APPROVED UNI EN 88 NORM
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CODE VERSION
OUTLET 

PRESSURE
PRESS. 

MIN. MAX. PCS.

1368.02 HP100V25
200-4500 

mbar
0,5 - 20 

bar 1

1368.04 HP100V50
200 - 4500 

mbar
0,5 - 20 

bar 1

1368.07 HP100V100
200 - 4500 

mbar
0,5 - 20 

bar 1

1368.08 HP100V160
200 - 4500 

mbar
0,5 - 20 

bar 1

1368.09 HP100V240
200 - 4500 

mbar
0,5 - 20 

bar 1

CODE VERSION CAPACITY GAS TYPE
OUTLET 

PRESSURE
PRESS. 

MIN. MAX. PCS.

1368.21 FE 6 6 m3/h
NATURAL 

GAS 
13 - 500 

mbar 0,2 - 5 bar 1

1368.22 FE 7 7 Kg/h LPG
13 - 500 

mbar 0,2 - 5 bar 1

1368.23 FE 10 10 m3/h
NATURAL 

GAS 
13 - 500 

mbar 0,3 - 5 bar 1

1368.24 FE 12 12 Kg/h LPG
13 - 500 

mbar 0,3 - 5 bar 1

1368.25 FE 25 25 m3/h
NATURAL 

GAS 
13 - 500 

mbar 0,4 - 5 bar 1

1368.26 FE 30 30 Kg/h LPG
13 - 500 

mbar 0,4 - 5 bar 1

1368.31 FES 50 50 m3/h
NATURAL 

GAS 
13 - 500 

mbar 0,6 - 5 bar 1

1368.32 FES 60 60 Kg/h LPG
13 - 500 

mbar 0,6 - 5 bar 1

CODE VERSION
OUTLET 

PRESSURE
PRESS. 

MIN. MAX. PCS.

1368.41 FEX 3
13 - 350 

mbar 0,3 - 8 bar 1

1368.42 FEX 4
13 - 350 

mbar 0,4 - 8 bar 1

1368.43 FEX 2
13 - 350 

mbar 0,4 - 8 bar 1

1368.44 FEX 1
13 - 350 

mbar 0,4 - 8 bar 1

1368.45 FEX S
13 - 350 

mbar 0,5 - 8 bar 1

75 m3/h - NATURAL GAS

85 Kg/h - LPG

100 m3/h - NATURAL GAS

NATURAL GAS - LPG 
CAPACITY                            

50 m3/h - NATURAL GAS

60 Kg/h - LPG

SELF-OPERATING GAS PRESSURE REDUCER - DOUBLE STAGE

SELF-OPERATING GAS PRESSURE REGULATOR - DOUBLE STAGE

NATURAL GAS-LPG 
CAPACITY                        

25 m3/h - 30 Kg/h

50 m3/h - 60 Kg/h

100 m3/h - 120 Kg/h

160 m3/h - 192 Kg/h

240 m3/h - 288 Kg/h

HIGH PRESSURE GAS REDUCER - SINGLE STAGE

69



CODE VERSION CAPACITY GAS TYPE
OUTLET 

PRESSURE
PRESS. 

MIN. MAX. PCS.

1368.61 DIVAL 500 80 m3/h
NATURAL 
GAS/LPG

15 - 3000 
mbar

0,5 - 20 
bar 1

1368.62 DIVAL 507 100 Kg/h
NATURAL 
GAS/LPG

15 - 3000 
mbar

0,5 - 20 
bar 1

1368.63 DIVAL 512 100 m3/h
NATURAL 
GAS/LPG

15 - 3000 
mbar

0,5 - 20 
bar 1

1368.64 DIVAL 520 150 Kg/h
NATURAL 
GAS/LPG

15 - 3000 
mbar

0,5 - 20 
bar 1

1368.66 DIVAL 600 1200 m3/h
NATURAL 
GAS/LPG

15 - 3000 
mbar

0,5 - 20 
bar 1

CODE INLET OUTLET PCS.

1200.01 DN 50 DN 50 1

1200.02 DN 65 DN 65 1

1200.03 DN 80 DN 80 1

1200.04 DN 100 DN 100 1

CODE INLET OUTLET PCS.

1210.01 M 1/2" M 1/2" 1

1210.02 M 3/4" M 3/4" 1

1210.03 M 1" M 1" 1

1210.04 M 1 1/4" M 1 1/4" 1

1210.05 M 1 1/2" M 1 1/2" 1

1210.06 M 2" M 2" 1

CODE INLET OUTLET PCS.

1240.01 M 1/2" F 1/2" 1/25

1240.02 M 1/2" F 1/2" 1/25

1240.03 M 1/2" F 1/2" 1/25

1240.04 M 3/4" F 3/4" 1/25

1240.05 M 3/4" F 3/4" 1/25

1240.06 M 3/4" F 3/4" 1/25

1240.07 M 1" F 1" 1/16

1240.08 M 1" F 1" 1/16

1240.09 M 1" F 1" 1/16

1240.10 M 1/2" F 3/4" 1/25

1240.11 M 1/2" F 3/4" 1/25

1240.12 M 1/2" F 3/4" 1/25

mm. 65-125

mm. 100-200

mm. 200-400

mm. 65-125

mm. 100-200

mm. 200-400

mm. 65-125

mm. 100-200

mm. 200-400

mm. 65-125

mm. 100-200

mm. 200-400

INOX EXTENSIBLE FITTING GAS JOINT WITH SHEATH                                                
UNI 11353 NORM

LENGHT

2,5 bar

PRESSURE MAX.

2,5 bar

2,5 bar

2,5 bar

2,5 bar

2,5 bar

2,5 bar

2,5 bar

2,5 bar

INOX THREADED EXPANSION GAS JOINT CE APPROVED

FLANGED EXPANSION JOINT CE APPROVED

PRESSURE MAX.

2,5 bar

SELF-OPERATING STANDARD GAS PRESSURE REGULATOR -
SINGLE STAGE WITHOUT FLANGES
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CODE INLET OUTLET PCS.

1250.01 M 1/2" F 1/2" 1/25

1250.02 M 1/2" F 1/2" 1/25

1250.03 M 1/2" F 1/2" 1/25

1250.04 M 1/2" F 3/4" 1/25

1250.05 M 1/2" F 3/4" 1/25

1250.06 M 1/2" F 3/4" 1/25

1250.07 M 3/4" F 3/4" 1/25

1250.08 M 3/4" F 3/4" 1/25

1250.09 M 3/4" F 3/4" 1/25

1250.10 M 1" F 1" 1/16

1250.11 M 1" F 1" 1/16

1250.12 M 1" F 1" 1/16

CODE INLET OUTLET PCS.

1260.01 M 1/2" F 1/2" 1/25

1260.02 M 1/2" F 1/2" 1/25

1260.03 M 1/2" F 1/2" 1/25

1260.04 M 1/2" F 3/4" 1/25

1260.05 M 1/2" F 3/4" 1/25

1260.06 M 1/2" F 3/4" 1/25

1260.07 M 3/4" F 3/4" 1/25

1260.08 M 3/4" F 3/4" 1/25

1260.09 M 3/4" F 3/4" 1/25

1260.10 M 1" F 1" 1/16

1260.11 M 1" F 1" 1/16

1260.12 M 1" F 1" 1/16

CODE PCS.

KIT.CAL1 1

KIT.CAL2 1

mm. 65-125

mm. 100-200

mm. 200-400

mm. 90-130

mm. 100-200

mm. 200-400

WATER EXTENSIBLE JOINT UNI 7129 NORM STAINLESS STEEL

LENGHT

mm. 65-125

mm. 100-200

mm. 200-400

mm. 65-125

mm. 100-200

mm. 200-400

LENGHT

mm. 65-125

mm. 100-200

mm. 200-400

mm. 65-125

mm. 100-200

mm. 200-400

mm. 65-125

GAS JOINT

N° 1   1240.03

N° 1   1240.06

WATER JOINTS

N° 2   1250.03 + N° 2   1250.09

N° 2   1250.03 + N° 2   1250.09

KIT WATER AND GAS EXTENSIBLE JOINTS 200-400 mm.                                           

mm. 100-200

mm. 200-400

mm. 65-125

mm. 100-200

mm. 200-400

WATER EXTENSIBLE JOINT UNI 7129 NORM AISI 304 STAINLESS  STEEL - 
BRASS NUT - WHITE SHEATH
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CODE INLET OUTLET PCS.

1270.01 M 1/2" F 1/2" 1/25

1270.02 M 1/2" F 1/2" 1/25

1270.03 M 1/2" F 1/2" 1/25

1270.04 M 1/2" F 3/4" 1/25

1270.05 M 1/2" F 3/4" 1/25

1270.06 M 1/2" F 3/4" 1/25

1270.07 M 3/4" F 3/4" 1/25

1270.08 M 3/4" F 3/4" 1/25

1270.09 M 3/4" F 3/4" 1/25

1270.10 M 1" F 1" 1/16

1270.11 M 1" F 1" 1/16

1270.12 M 1" F 1" 1/16

mm. 100-200

mm. 200-400

mm. 65-125

mm. 100-200

mm. 200-400

mm. 100-200

mm. 200-400

mm. 250-500

WATER AND GAS AISI 316L STAINLESS STEEL EXTENSIBLE JOINT UNI 
11353 NORM WITH WHITE SHEATH AND 3 O-RINGS OF DIFFERENT 
COLORS

LENGHT

mm. 65-125

mm. 100-200

mm. 200-400

mm. 65-125
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CODE VERSION OUTLET VALVE PCS.

010.001 GSE 35 FT HORIZONTAL 50 Kg. 1

010.001A GSE 35 FT HORIZONTAL 95 Kg. 1

010.001I GSE 35 INT HORIZONTAL 50 Kg. 1

CODE VERSION OUTLET MODEL PCS.

010.002 GS 50 HORIZONTAL OUT OF EARTH 1

010.002I GS 50 HORIZONTAL UNDERGROUND 1

CODE VERSION OUTLET PCS.

010.003 GS 41 VERTICAL 1

CODE VERSION OUTLET PCS.

010.015 RL 15 M 30x1,5 1

CODE VERSION OUTLET PCS.

010.025 RL 25 M 30x1,5 1M 25x1,5

3/4" NPT CONIC.

LIQUID PHASE TRANSFER VALVE

CONNECTION

3/4" NPT CONIC.

LIQUID PHASE TRANSFER VALVE

CONNECTION

3/4" NPT CONIC.

CONNECTION

3/4" NPT CONIC.

MULTI SERVICE VALVE FOR LPG TANK WITH EXCESS FLOW 50 Kg.
(HIGH PRESSURE REDUCER NOT INCLUDED)

3/4" NPT CONIC.

MULTI SERVICE VALVE FOR LPG TANK EQUIPPED WITH EXCESS
FLOW VALVE (HIGH PRESSURE REDUCER NOT INCLUDED)

CONNECTION

MULTI SERVICE VALVE FOR LPG TANK WITH EXCESS FLOW 
(HIGH PRESSURE REDUCER NOT INCLUDED)

CONNECTION

3/4" NPT CONIC.

3/4" NPT CONIC.
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CODE VERSION OUTLET PCS.

010.030 VRN 20 1 3/4" ACME 1

CODE VERSION OUTLET PCS.

010.035 VRN 20L 1 3/4" ACME 1

CODE VERSION PRESSURE PCS.

010.050 EU 20 17,65 bar 1

010.052 EU 25 17,65 bar 1

010.054 EU 30 17,65 bar 1

010.060 EU 19 17,65 bar 1

010.062 EU 24 17,65 bar 1

010.064 EU 29 17,65 bar 1

CODE PCS.

010.070 1

010.071 1

010.072 1

010.073 1

010.074 1

010.075 1

010.076 1

CODE OUTLET PCS.

010.080 3/4" NPT conic. 1

1000 lt.

1650/1800 lt.

3000/5000 lt.

3000/5000 lt.

1000 lt.

1650/1800 lt.

3000/5000 lt.

VERSION CONNECTION

VL 13 - RL 15 3/4" NPT conic.

ST 29 x EU 29 2" NPT conic.

LIQUID WITHDRAWAL VALVE WITH PROTECTION CAP

ST 32 x EU 30 2" NPT cylin.

ST 19 x EU 19 1 1/4" NPT conic.

ST 24 x EU 24 1 1/4" NPT conic.

ST 20 x EU 20 1 1/4" NPT cylin.

ST 25 x EU 25 1 1/4" NPT cylin.

ST 30 x EU 30 1 1/2" NPT cylin.

1 1/4" NPT conic.

LOWER CHECK VALVE FOR SAFETY VALVE

VERSION CONNECTION

CONNECTION

3/4" NPSM cylin.

1" NPSM cylin.

1 1/4" NPSM cylin.

3/4" NPT conic.

1" NPT conic.

TANK CAPACITY

1650/1800 lt.

1000 lt.

3000/5000 lt.

1000 lt.

3000/5000 lt.

1650/1800 lt.

TANK CAPACITY

CONNECTION

1 1/4" NPT

SAFETY VALVE

CONNECTION

1 1/4" NPT

FILLER VALVE FOR LPG TANK

FILLER VALVE FOR LPG TANK 
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CODE OUTLET PCS.

010.082 M 25 x 1,5 1

CODE VERSION CAPACITY PCS.

010.084 XGSE 35 50 Kg. 1

010.086 XGSE 35 95 Kg. 1

CODE VERSION PCS.

010.088 F 30 x 1,5 1

CODE PCS.

010.090 10

010.091 10

010.092 10

010.093 10

010.094 10

CODE VERSION COLOUR PCS.

010.101 FOR EU19 WHITE 10

010.102 FOR EU24 WHITE 10

010.103 FOR EU29 WHITE 10

010.104 FOR EU20 BLACK 10

010.105 FOR EU25 BLACK 10

010.106 FOR EU30 BLACK 10

0.885" NGO

WELD-TYPE CONNECTION FOR STEEL PIPE

CONNECTION

W 20x1/14" sx IT

OUTLET

W 20x1/14" sx IT

F 30x1,5

GASKETS FOR FILLER AND SAFETY VALVES

PLASTIC PROTECTION CAPS FOR SAFETY VALVES

FOR ST30-ST32

FOR ST25

FOR ST20

 FOR GSE35 CAP

FOR VRN20 CAP

VERSION

CONNECTION WITH EXCESS FLOW CHECK VALVE

CONNECTION

0.885" NGO

VERSION CONNECTION

VL 25 - RL 25 1 1/4" NPT CONIC.

LIQUID WITHDRAWAL VALVE WITH PROTECTION CAP
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CODE VERSION PCS.

010.152 702 1

CODE
Ø TANK 

mm. LT. TANK TANK PCS.

010.300 800 990/1000 HORIZONTAL 1

010.301 1000 1750/1800 HORIZONTAL 1

010.302 1200 3000-5000 HORIZONTAL 1

010.303 1250 / HORIZONTAL 1

010.305 800 500 VERTICAL 1

010.306 / 990 SPHERICAL 1

010.307 1000 1000 VERTICAL 1

010.308 1200 1500-1650 VERTICAL 1

010.309 1200 2250-2300
VERTICAL 

UNDERGROUND 1

CODE VERSION
Ø TANK 

mm. TANK PCS.

010.400 2070/IA 800 HORIZONTAL 1

010.401 2071/IA 1000 HORIZONTAL 1

010.402 2072/IA 1200 HORIZONTAL 1

010.407 2077/IA 1000
VERTICAL WITH 
PAINTED HEAD 1

LT. TANK

990/1000

1750/1800

3000-5000

1000

2078MTIETVA

2078-2INT ITVA

DOUBLE READING LEVEL INDICATOR FOR LPG TANK

2077MTIETVA

SINGLE READING LEVEL INDICATOR FOR LPG TANK

VERSION

2070MI A

HP REDUCER LP REGULATOR

40 Kg./h FIXED 10 Kg./h REGLABLE

2076I A

2071MI A

2072MI A

2073MI A

2075MI A

KIT FOR LPG TANK COMPOSITION: HIGH PRESSURE REDUCER +
LOW PRESSURE REGULATOR + BALL-VALVE + COVERED COPPER
TUBE + EARTHING ROD + COPPER BRAID + TERMINAL AND
SCREWS
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CODE VERSION CAPACITY VOLUME PCS.

300.001 HANDLE Kg. 1 lt. 2,5 6

300.002 HANDLE Kg. 2 lt. 4,8 4

300.003 HANDLE Kg. 3 lt. 7,2 4

300.004 HANDLE Kg. 5 lt. 12 2

CODE VERSION CAPACITY VOLUME PCS.

300.102 Kg. 2 lt. 4,8 4

300.103 HANDLE Kg. 3 lt. 7,2 4

CODE VERSION CAPACITY VOLUME PCS.

300.011.TP COLLAR Kg. 1 lt. 2,5 1/6

300.012.TP COLLAR Kg. 2 lt. 4,8 1/4

300.013.TP COLLAR Kg. 3 lt. 7,2 1/4

300.015.TP COLLAR Kg. 5 lt. 12 1/2

CODE PCS.

323.010 1/12

323.030 1/12

CODE Ø STOVE PCS.

323.110 mm. 215 1/12

323.130 mm. 215 1/12

CODE VERSION DIAMETER PCS.

360.010 100 W mm. 81 1

360.110 500 W mm. 115 1

REFILLABLE CYLINDERS FOR LPG - EXPORT MODEL

THREAD

THREAD

F 14x1,5 PRIM.

F 14x1,5 PRIM.

REFILLABLE CYLINDERS FOR LPG EUROPEAN T-PED STANDARDS

W 20x1/14" sx IT.

W 20x1/14" sx IT.

W 20x1/14" sx IT.

W 20x1/14" sx IT.

REFILLABLE CYLINDERS FOR LPG - PRIMUS TYPE

THREAD Ø STOVE

W 20x1/14" sx IT. mm. 215

THREAD

W 20x1/14" sx IT.

W 20x1/14" sx IT.

W 20x1/14" sx IT.

W 20x1/14" sx IT.

CHROMED STOVE FOR CYLINDER

THREAD

M 14x1,5 dx PRIM.

M 16x1,5 dx CAMP.

GLASS FOR LAMP

F 3/8" sx SIEV. mm. 215

CHROMED STOVE WITH VALVE FOR CYLINDER
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CODE VERSION PCS.

362.010 100 W 1/10

362.110 500 W 1/10

CODE MODEL PCS.

365.010 1

365.020 1

365.030 1

365.031 HORIZ. 1

WITH HANDLE 365.032 HORIZ. 1

365.040 1

365.041 1

365.042 1

CODE PCS.

1415.01 1

CODE PCS.

1416.01 1

CODE PCS.

1417.01 1

M 16x1,5 dx CAMP. EXP. W 20x1/14" sx IT.

M 16x1,5 dx CAMP. EXP. W 20x1/14" sx IT.

MANTLES FOR LAMP

VALVES FOR CAMPING CYLINDER

M 16x1,5 dx CAMP. EXP. W 20x1/14" sx IT.

M 3/8" BAGAT EXP. W 20x1/14" sx IT.

M 3/8" BAGAT EXP. W 21,8x1/14" sx EXP.

INLET OUTLET

W 19,8x1/14" dx W 20x1/14" sx IT.

M 16x1,5 dx CAMP. EXP. W 21,8x1/14" sx EXP.

M 3/8" BAGAT EXP. M 10x1

DOMESTIC 1 BURNER WHITE STOVE WITHOUT COVER

DOMESTIC 2 BURNERS WHITE STOVE WITH COVER

DOMESTIC 3 BURNERS WHITE STOVE WITH COVER

 

 

78



CODE VERSION HEIGHT GAS TYPE PCS.

1400.A1 VALVE 180 mm. LPG 1

1400.M1 VALVE 180 mm. METHANE 1

CODE VERSION HEIGHT GAS TYPE PCS.

1400.T1 THERMOCOUPLE mm. 180 LPG 1

1400.TM THERMOCOUPLE mm. 180 METHANE 1

CODE VERSION HEIGHT GAS TYPE PCS.

1402.10 VALVE mm. 180 LPG 1

1402.20 VALVE mm. 180 METHANE 1

1402.T1 THERMOCOUPLE mm. 180 LPG 1

1402.TM THERMOCOUPLE mm. 180 METHANE 1

CODE VERSION HEIGHT GAS TYPE PCS.

1403.01 VALVE mm. 150 LPG 1

1403.M1 VALVE mm. 150 METHANE 1

CODE VERSION HEIGHT GAS TYPE PCS.

1404.T1 THERMOCOUPLE mm. 150 LPG 1

1404.TM THERMOCOUPLE mm. 150 METHANE 1

INDUSTRIAL COOKER "CE" APPROVED WITH CAST IRON BURNER AND 3 
STEEL FEET THICKNESS 5 MM., WITH SAFETY VALVE AND 
THERMOCOUPLE

INDUSTRIAL COOKER "CE" APPROVED WITH CAST IRON BURNER AND 3 
STEEL FEET THICKNESS 5 MM.

4-FEET CAST IRON INDUSTRIAL COOKER "CE" APPROVED WITH SAFETY 
VALVE AND THERMOCOUPLE

4-STEEL FEET INDUSTRIAL COOKER "CE" APPROVED WITH CAST IRON 
BURNER

4-FEET CAST IRON INDUSTRIAL COOKER "CE" APPROVED
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CODE VERSION SIZES PCS.

1406.11 TRATT. ALIMENTARE cm. 47x38x5,5 1

CODE VERSION HEIGHT GAS TYPE PCS.

1407.01 VALVE mm. 180 LPG 1

1407.M1 VALVE mm. 180 METHANE 1

1407.T1 THERMOCOUPLE mm. 180 LPG 1

1407.TM THERMOCOUPLE mm. 180 METHANE 1

CODE VERSION HEIGHT GAS TYPE PCS.

1408.01 VALVE mm. 180 LPG 1

1408.M1 VALVE mm. 180 METHANE 1

1408.T1 THERMOCOUPLE mm. 180 LPG 1

1408.TM THERMOCOUPLE mm. 180 METHANE 1

CODE VERSION HEIGHT GAS TYPE PCS.

1409.01 VALVE mm. 100 LPG 1

1409.T1 THERMOCOUPLE mm. 100 LPG 1

CODE VERSION HEIGHT GAS TYPE PCS.

1410.01 VALVE mm. 100 LPG 1

1410.T1 THERMOCOUPLE mm. 100 LPG 1

CODE VERSION HEIGHT GAS TYPE PCS.

1411.01 VALVE mm. 160 LPG 1

1411.T1 THERMOCOUPLE mm. 160 LPG 1

CAST IRON PLATE FOR INDUSTRIAL COOKER

2-BURNERS STEEL COOKER "CE" APPROVED

3-BURNERS STEEL COOKER "CE" APPROVED

1-BURNER CAST IRON MINI INDUSTRIAL COOKER "CE" 

2-BURNER CAST IRON MINI INDUSTRIAL COOKER "CE" 

1-BURNER CAST IRON EURO INDUSTRIAL COOKER "CE" 
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CODE VERSION HEIGHT GAS TYPE PCS.

1412.01 VALVE mm. 160 LPG 1

1412.T1 THERMOCOUPLE mm. 160 LPG 1

CODE VERSION HEIGHT GAS TYPE PCS.

1413.01 VALVE mm. 160 LPG 1

1413.T1 THERMOCOUPLE mm. 160 LPG 1

CODE VERSION MODEL GAS TYPE PCS.

1419.01 VALVE WOK LPG 1

1419.T1 THERMOCOUPLE WOK LPG 1

CODE DIAMETER PCS.

1414.10 180 mm. 1

1414.20 180 mm. 1

1414.30 180 mm. 1

1414.40 120 mm. 1

CODE VERSION POWER GAS TYPE PIEZO PCS.

1420.01 VALVE 2,3 KW LPG YES 1

CODE VERSION POWER GAS TYPE PIEZO PCS.

1420.02 VALVE 4,6 KW LPG YES 1

CAST IRON "WOK" COOKER CE APPROVED 

THERMOCOUPLE + PILOT FLAME

VERSION

VALVE

THERMOCOUPLE

VALVE

FOUR-LEAF CLOVER "ALL STAINLESS STEEL" COOKER  2F                                   
CE APPROVED DIMENSIONS 550x330 H. 140 mm.

2-BURNER CAST IRON EURO INDUSTRIAL COOKER "CE" 
APPROVED

3-BURNER CAST IRON EURO INDUSTRIAL COOKER "CE" 
APPROVED

CAST IRON BURNER FOR INDUSTRIAL USE

FOUR-LEAF CLOVER "ALL STAINLESS STEEL" COOKER  1F                                   
CE APPROVED DIMENSIONS 275x330 H. 140 mm.
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CODE VERSION POWER GAS TYPE PIEZO PCS.

1420.03 VALVE 6,9 KW LPG YES 1

CODE VERSION POWER GAS TYPE PIEZO PCS.

1420.04 VALVE 9,2 KW LPG YES 1

CODE VERSION POWER GAS TYPE PIEZO PCS.

1420.05 VALVE 11,5 KW LPG YES 1

CODE VERSION GAS TYPE POWER PCS.

3153.01 CE LPG 2300 W 2

3152.01 ExPORT LPG 2300 W 2

FOUR-LEAF CLOVER "ALL STAINLESS STEEL" COOKER  3F                                   
CE APPROVED DIMENSIONS 820x330 H. 140 mm.

FOUR-LEAF CLOVER "ALL STAINLESS STEEL" COOKER  5F                                   
CE APPROVED DIMENSIONS 1360x330 H. 140 mm.

FOUR-LEAF CLOVER "ALL STAINLESS STEEL" COOKER  4F                                   
CE APPROVED DIMENSIONS 1100x330 H. 140 mm.

3-FEET STEEL PARABOLA HEATER "CE" APPROVED
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CODE THREAD SETTING TEMP. PRESSURE
GAUGE 

CONNECT. PCS.

1800.01 FF 1/2" 1-4,5 bar 60°C MAX. 16 bar MAX. YES 6

1800.02 FF 1/2" 1-4,5 bar 60°C MAX. 16 bar MAX. NO 5

1800.03 FF 3/4" 1-4,5 bar 60°C MAX. 16 bar MAX. YES 6

1800.04 FF 3/4" 1-4,5 bar 60°C MAX. 16 bar MAX. NO 5

CODE THREAD SETTING TEMP. PRESSURE PCS.

1800.14 FF 1 1/4" 1-4,5 bar 60°C MAX. 30 bar MAX. 1

1800.15 FF 1 1/2" 1-4,5 bar 60°C MAX. 30 bar MAX. 1

1800.16 FF 2" 1-4,5 bar 60°C MAX. 30 bar MAX. 1

CODE VERSION THREAD PRESS. PCS.

1800.61 PN 25 FF 1/2" 0,5-6 bar 1

1800.62 PN 25 FF 3/4" 0,5-6 bar 1

1800.63 PN 25 FF 1" 0,5-6 bar 1

1800.64 PN 25 FF 1 1/4" 0,5-6 bar 1

1800.65 PN 25 FF 1 1/2" 0,5-6 bar 1

1800.66 PN 25 FF 2" 0,5-6 bar 1

CODE THREAD PRESSURE PCS.

1800.21 M 3/8" 6 bar MAX. 1

1800.22 M 1/2" 6 bar MAX. 1

CODE THREAD PRESSURE PCS.

1800.24 MF 3/8" 10 bar MAX. 1

1800.25 MF 1/2" 10 bar MAX. 1

WATER PRESSURE REDUCER WITH JOINTS

SMALL PRESSURE REDUCER

STANDARD PRESSURE REDUCER               RUNNING OUT ITEM

STAINLESS STEEL WITH                        
2 PIECES JOINTS

AIR OUTLET VALVE                                   RUNNING OUT ITEM

MODEL

STAINLESS STEEL WITH                        
2 PIECES JOINTS

STAINLESS STEEL WITH                        
2 PIECES JOINTS

STAINLESS STEEL WITH                        
2 PIECES JOINTS

STAINLESS STEEL WITH                        
2 PIECES JOINTS

STAINLESS STEEL WITH                        
2 PIECES JOINTS

TEMPERATURE

110°C MAX.

110°C MAX.

TEMPERATURE

110°C MAX.

110°C MAX.

AUTOMATIC CHECK-VALVE                       RUNNING OUT ITEM 
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CODE THREAD CAPACITY FLUID TEMP. PRESSURE
E.VALVE 

TYPE PCS.

1800.30 FF 1/2" 63 lt. -10°C +90°C 16 bar MAX. N.C. 1

1800.31 FF 3/4" 90 lt. -10°C +90°C 16 bar MAX. N.C. 1

1800.32 FF 1" 216 lt. -10°C +90°C 16 bar MAX. N.C. 1

1800.33 FF 1 1/4" 420 lt. -10°C +90°C 16 bar MAX. N.C. 1

1800.34 FF 1 1/2" 480 lt. -10°C +90°C 16 bar MAX. N.C. 1

1800.35 FF 2" 600 lt. -10°C +90°C 16 bar MAX. N.C. 1

1800.30A FF 1/2" 63 lt. -10°C +90°C 16 bar MAX. N.A. 1

1800.31A FF 3/4" 90 lt. -10°C +90°C 16 bar MAX. N.A. 1

1800.32A FF 1" 216 lt. -10°C +90°C 16 bar MAX. N.A. 1

1800.33A FF 1 1/4" 420 lt. -10°C +90°C 16 bar MAX. N.A. 1

1800.34A FF 1 1/2" 480 lt. -10°C +90°C 16 bar MAX. N.A. 1

1800.35A FF 2" 600 lt. -10°C +90°C 16 bar MAX. N.A. 1

CODE THREAD CAPACITY PRESSURE PCS.

1800.40 FF 1/2" 55 lt. 4,5 bar MAX 1

1800.41 FF 3/4" 70 lt. 4,5 bar MAX 1

1800.42 FF 1" 75 lt. 4,5 bar MAX 1

CODE EV TYPE VOLT PCS.

1800.36 N.O. - N.C. 230 V ac 1

1800.361 N.O. - N.C. 12 V dc 1

1800.362 N.O. - N.C. 12 V ac 1

1800.363 N.O. - N.C. 24 V dc 1

1800.364 N.O. - N.C. 24 V ac 1

1800.37 N.C. 230 V ac 1

1800.37A N.O. 230 V ac 1

1800.371 N.C. 12 V dc 1

1800.371A N.O. 12 V dc 1

1800.372 N.C. 12 V ac 1

1800.372A N.O. 12 V ac 1

1800.373 N.C. 24 V dc 1

1800.373A N.O. 24 V dc 1

1800.374 N.C. 24 V ac 1

1800.374A N.O. 24 V ac 1

CODE VERSION PCS.

1800.38 SERIE 122 1

1800.39 SERIE 182 1

ELECTROVALVE TYPE

WATER   1/2" - 3/4" - 1"

WATER   1 1/4" - 1 1/2" - 2"

WATER ELECTROVALVE 220 V.ac EQUIPPED WITH BOBBIN AND 
CONNECTOR  (12 V. OR 24 V. ON DEMAND)

-10°C +150°C

-10°C +150°C

SPARE BOBBIN FOR WATER ELECTROVALVE

HOT WATER - STEAM NORMALLY CLOSED ELECTROVALVE 220 V.ac 
EQUIPPED WITH BOBBIN AND CONNECTOR       RUNNING OUT ITEM

FLUID TEMP.

-10°C +150°C

ELECTROVALVE TYPE

WATER  1/2" - 3/4" - 1"

WATER  1/2" - 3/4" - 1"

SPARE CONNECTOR FOR WATER ELECTROVALVES

WATER  1/2" - 3/4" - 1"

WATER  1/2" - 3/4" - 1"

WATER  1/2" - 3/4" - 1"

WATER  1 1/4" - 1 1/2" - 2"

WATER  1 1/4" - 1 1/2" - 2"

WATER  1 1/4" - 1 1/2" - 2"

WATER  1 1/4" - 1 1/2" - 2"

WATER  1 1/4" - 1 1/2" - 2"

WATER  1 1/4" - 1 1/2" - 2"

WATER  1 1/4" - 1 1/2" - 2"

WATER  1 1/4" - 1 1/2" - 2"

WATER  1 1/4" - 1 1/2" - 2"

WATER  1 1/4" - 1 1/2" - 2"
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CODE THREAD CAPACITY PRESSURE PCS.

1800.50 FF 1/2" 98 lt. 16 bar MAX. 1

1800.51 FF 3/4" 164 lt. 7 bar MAX. 1

1800.52 FF 1" 260 lt. 5 bar MAX. 1

CODE INLET OUTLET PCS.
1250.01 M 1/2" F 1/2" 25
1250.02 M 1/2" F 1/2" 25
1250.03 M 1/2" F 1/2" 25
1250.04 M 1/2" F 3/4" 25
1250.05 M 1/2" F 3/4" 25
1250.06 M 1/2" F 3/4" 25
1250.07 M 3/4" F 3/4" 25
1250.08 M 3/4" F 3/4" 25
1250.09 M 3/4" F 3/4" 25
1250.10 M 1" F 1" 16
1250.11 M 1" F 1" 16
1250.12 M 1" F 1" 16

CODE CAPACITY TYPE PCS.

1802.01 22 cc/CYCLE PAINTED 1

1802.02 22 cc/CYCLE INOX 1

1802.03 11 cc/CYCLE PAINTED 1

1802.04 11 cc/CYCLE INOX 1

CODE PRESSURE PCS.

1802.10 MAX. 12 bar 1

1802.11 MAX. 60 bar 1

1802.12 MAX. 150 bar 1

CODE CAPACITY POWER FEEDING PCS.

1802.20 7 lt./min. 1750 W 230 V. ca 1

NORMALLY CLOSED RAM PNEUMATIC VALVE FOR
WATER-OIL-STEAM (MAX. STEAM 10 BAR -180°C)

LENGHT
mm. 65-125
mm. 100-200
mm. 200-400
mm. 65-125
mm. 100-200

FLUID TEMP.

-10°C +180°C

-10°C +180°C

-10°C +180°C

WATER EXTENSIBLE INOX JOINT UNI 7129 NORM

mm. 200-400

MANUAL PUMP FOR CIRCUITS AND SYSTEMS TESTING

PRESSURE

mm. 200-400
mm. 65-125
mm. 100-200
mm. 200-400
mm. 65-125
mm. 100-200

MATERIAL MANOMETER

BRASS DRY

BRASS GLYCERINE

MAX. 60 bar

MAX. 60 bar

MAX. 120 bar

MAX. 120 bar

SEAL TESTING APPLIANCE

PRESSURE

MAX. 60 bar

BRASS GLYCERINE

ELECTRIC TESTING PUMP FOR SYSTEMS-CIRCUITS-FILLING
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CODE PRESSURE AIR CONN. CAPACITY POWER WEIGHT PCS.

1802.25 8 bar MAX. 1/4" 4,2 lt. 1100 W 15 Kg. 1

CODE PRESS. PCS.

1802.30 MAX. 8 bar 1

1802.31 MAX. 8 bar 1

1802.32 MAX. 8 bar 1

1802.33 MAX. 8 bar 1

1802.34 1

CODE VERSION BATTERY USE PCS.

292.120 ST200PT/S
3,7 V                              

5000 mAh
LOW 

PRESSURE 1

CODE PCS.

292.130 1
VERSION

BOSTON HD

GAS SYSTEM LEAK TEST KIT WITH: IP67 WATERPROOF CASE, PRINTER, 
POWER SUPPLY + USB CABLE, LITHIUM BATTERY, THREADED FITTINGS, 
1/4" QUICK CONNECTOR, 3-WAY FITTING, CONNECTION TUBE AND 
RUBBER CONE

UNI 7129 - 11137 - 11528

NORM

HANDHELD COMBUSTION ANALYZER UNI 10389-1/ UNI 10845/ UNI 7129 / 
UNI 11137-1 STANDARD EQUIPPED WITH: ABS CASE, BOSTON ANALYZER, 
150 mm. SMOKE PROBE, PROBE CABLES, SMOKE SAMPLING PROBE, 
COMBUSTION AIR PROBE, SMOKE FILTER, CHIMNEY PRESSURE AND 
VACUUM MEASUREMENT KIT, CONDENSATE COLLECTOR, POWER SUPPLY, 
INFRARED THERMAL PRINTER, STRAP, USB CABLE, MANUAL AND 
CALIBRATION REPORT

MANOMETER Ø 40 0-12 bar BACK CONNECTION

MANUAL UNOCCLUDENT PUMP WITH ACCESSORIES

BLITZ ELECTRIC COMPRESSOR  - ELECTRIC UNOCCLUDENT PUMP - 
SYSTEMS TESTING - BOILER CLEANER

BOD Ø 170

AIR HOSE WITH JOINT

MODEL CAPACITY

MANUAL 125 cc/CYCLE

BOD Ø 100

 

86



CODE VERSION
R422   
R424

R407   
R134

R 404          
R134 R32 R410 PCS.

1600.20 SYSTEM 1 YES YES YES YES YES 1

CODE CAPACITY POWER FEEDING EMPTY
OIL TANK 

CAPAC. PCS.

1600.30 56 lt./min. 190 W 230 V. ca 0,03 mbar 250 ml. 1

1600.31 85 lt./min. 250 W 230 V. ca 0,03 mbar 330 ml. 1

1600.32 170 lt./min. 375 W 230 V. ca 0,03 mbar 330 ml. 1

1600.33 340 lt./min. 750 W 230 V. ca 0,03 mbar 600 ml. 1

CODE WAYS PCS.

1600.52 4 1

1600.53 4 1

CODE PCS.

1600.04 1

CODE WAYS PCS.

1600.62 4 1

1600.63 4 1

CODE VERSION PCS.

1601.01 STANDARD 1

EV-VAC

YES

YES

YES

YES

YES 40° C MAX.

BAND FOR BOTTLE'S HEATING

THERMOSTAT TEMPERATURE

HOSES VERSION SCALE GAS

3 COLOURED R410A-R32

3 COLOURED R422 - R407 - R134A

AZOTE 1 lt. 10x1

MANOMETRIC UNIT KITS

CONN.

5/16" SAE

1/4" SAE

COOLING GAS "CE T-PED" TUV APPROVED BOTTLES FOR
SINGLE USE

GAS QUANTITY THREAD

THREAD SCALE GAS

3x5/16" + 1x3/8" SAE R410A-R32

3x1/4" + 1x3/8" SAE R422-R407-R134A

MANOMETRIC UNITS

AC EUROSYSTEM COMPLETE KIT FOR CONDITIONER CHARGING AND 
TESTING

PUMP FOR DOUBLE STAGE VACUUM 1/4" SAE CONNECTION

 

 

 

 

 

87



CODE PCS.

1600.80 1

1600.81 1

1600.82 1

1600.83 1

1600.85 1

1600.86 1

1600.87 1

CODE PCS.

1601.10 1

1601.11 1

1601.12 1

1601.13 1

1601.14 1

1601.15 1

1601.16 1

1601.17 1

CODE PCS.

1601.18 1

1601.19 1

CODE PLATE SCALE CAPACITY PCS.

1601.30 INOX 1 g. 5 Kg. 1

CODE SCALE CAPAC. PCS.

1601.40 5 g. 100 Kg. 1BATTERY 9 V. 50 h. Kg. - lb. - oz

FEEDING LENGTH

MAXI ELECTRONIC SCALE

VERSION

BEARING 1/4" CYLINDER 1 lt.

BEARING 5/16" CYLINDER 1 lt.

MINI ELECTRONIC SCALE

M 1/2" ACME - F 1/4"

F 1/2" GAS - M 1/4" SAE

M 1/2" GAS - M 1/4" SAE

BEARINGS FOR BOTTLES 

VERSION

M 1/4" - F 1/4"

M 1/4" - F 5/16"

M 5/16" - F 1/4"

M 5/16" - F 5/16"

M 1/4" - F 1/2" ACME

BLUE VACUOMETER R410A - R22 -1    +38

RED VACUOMETER R410A - R22 -1    +53

FITTINGS FOR BOTTLES

R410   BLUE -1    +38

R410   RED -1    +53

RADIAL VACUOMETER 0 - 1000 mbar

VERSION BAR SCALE

R422 - R407 - R134A - R22  BLUE -1    +15

R422 - R407 - R134A - R22  RED -1    +35

VACUUM PULSE FREE MANOMETERS 
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CODE VERSION PCS.

1601.50 1 Kg. 1

CODE BATTERY WEIGHT PCS.

1601.60
LITHIUM 

IONS 0,3 Kg. 1

CODE DIMENS. PROBE PCS.

1601.70 230x60x55 36 cm. 1

CODE VERSION PCS.

1601.80 PRO
1

1601.81 GAS

1

1601.82 FREEZE 1

1601.83 PRINT
1

MULTIMETER-BOX-SOFTWARE-USB CABLE-POWER PACK - 
SD CARD - CONDITIONING SENSOR-COOLING GAS 

LEAKAGE DETECTOR

MULTIMETER-BOX-SOFTWARE - USB CABLE - POWER 
PACK - SD CARD - PRINTER WITHOUT PROBES

EQUIPMENT
MULTIMETER-BOX-SOFTWARE-USB CABLE-POWER PACK - 

SD CARD-TESTING KIT-50 BAR SENSOR-3 LEAKAGE 
DETECTORS

MULTIMETER-BOX-SOFTWARE-USB CABLE-POWER PACK - 
SD CARD-GAS TESTING KIT

UPDATEABLE ON LINE

GAS TYPE SENSIBILITY

HFC - CFC - HCFC 7 LEVELS

NATURAL GAS, LPG, 
PROPANE, BUTANE, 

ETHERIC ALCOHOLS, 
HYDROGEN KETONES, 

GASOLINE…ETC 210x66x30

FGAS LEAKS DETECTOR WITH 2 SENSORS AND BATTERIES INCLUDED

KIT PROFESSIONAL MULTIMETER AMICO WITH PRINTER FOR
THERMOSANITARY FIELD AND CONDITIONING, FOR THE
CERTIFICATION OF GAS SYSTEMS AND FOR PROFESSIONALS OF THE 
COLD ACCORDING TO UNI 7129-7130 AND UNI 11137-11147 
STANDARDS

GAS TYPE DIMENSIONS

PRESSURE GAS TYPE

MAX. 53 bar AZOTE

AUTOMATIC ELECTRONIC LEAKS DETECTOR

AZOTE KIT FOR WELDING AND FLOW PASSAGE TEST ON COOLING AND 
THERMOHYDRAULIC SYSTEMS
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CODE

1601.92

PCS.

1

1

1

1

1

CODE PCS.

1602.M01 1

1602.M02 1

1602.M03 1

1602.M04 1

1602.M05 1

1602.M06 1

1602.M07 1

1602.M08 1

1602.M09 1

1602.M10 1

1602.M11 1

1602.M12 1

1602.M13 1

1602.M14 1

1602.M15 1

1602.M16 1

1602.M17 1

1602.M18 1

CODE VERSION PCS.

1602.45 STANDARD 1

DIAMETER

4-10 mm. - 1/4" - 3/8"

1/2"

5/8"

3/4"

7/8"

M373 (10 - 16 mm.)

ULTRALIGHT LEVER TUBE TENDER

20 mm.

22 mm.

24 e 22 mm. COVERED

25 mm.

26 mm.

3/8"

12 mm.

14 mm.

15 mm.

16 mm.

17 mm.

18 mm.

TUBE TENDER MATRIX

DIAMETER

10 mm.

 1602.03C 16-20-26 mm.

 1602.04D 3/8"-1/2"-5/8"-3/4"-7/8"

 1602.05E 3/8"-1/2"-5/8"-3/4"-7/8"mm.+P373 SOFT COV. A/C

 CODE MATRIX

 1602.01A 10-12-14-16-18-20-22 mm.

 1602.02B 10-12-14-16-18-20-22 mm.+M373 SOFT COV.

VERSION PCS.

MANUAL 1

MANUAL TUBE TENDER - CASE KIT

PUMP FOR GAS SYSTEMS' INSPECTION UNI 7129 - UNI 11137 NORMS
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CODE
WEIGHT 

KG. PCS.

1602.30 0,51 1

1602.31 0,58 1

1602.32 0,88 1

1602.33 0,93 1

1602.34 1.590 1

1602.35 1,71 1

1602.36 2,185 1

1602.37 0,51 1

1602.38 0,88 1

1602.39 1,59 1

CODE
WEIGHT 

KG. TYPE DIAM. PCS.

1602.50 0,09 MINI 3-16 mm. 1

CODE
WEIGHT 

KG. TYPE DIAM. PCS.

1602.60 0,12 CLASSIC 3-22 mm. 1

CODE DIAM.
WEIGHT 

KG. PCS.

1602.70 3-32 mm. 0,29 1

1602.70RR 1

CODE
WEIGHT 

KG. TYPE DIAM. PCS.

1602.81 0,57 B 6-42 mm. 1

1602.82 0,57 C 6-42 mm. 1

1602.83 0,61 D 6-45 mm. 1

1602.83RR 1

1602.84 0,59 D 6-67 mm. 1

PLASTIC

PLASTIC WHEEL 42-45-67

AUTOMATIC COPPER

MATERIAL

COPPER

PLASTIC

TYPE MATERIAL

TELESCOPIC COPPER

COPPER WHEEL 16-22-28-30-32 mm.

SPECIAL CUTTING-PIPES

MATERIAL

COPPER

TELESCOPIC CUTTING-PIPES

MATERIAL

COPPER

CLASSIC CUTTING-PIPES

1/4"

3/8"

1/2"

CUTTING-PIPES

8 mm. (5/16")

10 mm.

12 mm.

14 mm.

15 mm.

16 mm. (5/8")

LEVER TUBE BENDER

DIAMETER

6 mm.
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CODE
WEIGHT 

KG. TYPE PCS.

1603.01 2,1 A 1

CODE TYPE PCS.

1603.10 900 FT 1

CODE
WEIGHT 

KG. TYPE PCS.

1603.20 0,8 525 FT 1

CODE
WEIGHT 

KG. TYPE PCS.

1603.40 0,9 A 1

CODE PCS.

1603.50 1

CODE VERSION PCS.

1603.81 B 1

TYPE

VALVE 1/4" SAE CORE REMOVER

CONTENT

100 ml.

VALVE CORE REMOVER

LENGTH

3/16"-1/4"-5/16"-3/8"-1/2"-5/8"

OIL FOR FLARES

LENGTH

3/16"-1/4"-5/16"-3/8"-1/2"-5/8"

QUICK FLARES APPLIANCE

LENGTH

1/8"-3/16"-1/4"-3/8"-7/16"-1/2"-5/8"-3/4"

DIAPHRAGM 525 F FLARES APPLIANCE

LENGTH

1/8"-3/16"-1/4"-3/8"-7/16"-1/2"-5/8"-3/4"

BOX FOR FRICTION 800 FT FLARES APPLIANCE

WEIGHT 
KG.

1,68

BOX FOR FLAREKIT APPLIANCE
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CODE VERSION PCS.

1603.80 A 1

CODE VERSION PCS.

1603.90 STANDARD 1

CODE PCS.

1604.20 10

1604.21 10

CODE MODEL PCS.

1604.30 YELLOW 1

1604.31 RED 1

1604.32 BLUE 1

1604.33 YELLOW 1

1604.34 RED 1

1604.35 BLUE 1

1604.36 YELLOW 1

1604.37 RED 1

1604.38 BLUE 1

1604.39 RED 1

1604.40 YELLOW 1

CODE VERSION PCS.

1605.01 STANDARD 110-70 Nm. 17-22-24-26-27-29 mm.

BOX WITH DYNAMOMETRIC WRENCH

LOCKING COUPLE LENGTH

M 1/4" - F 1/4"

M 5/16" - F 5/16"

F 1/4" - M 5/16"

F 1/4" - M 5/16"

M 5/16" - F 5/16"

M 5/16" - F 1/4"

THREAD

M 1/4" - F 5/16"

M 1/4" - F 5/16"

M 1/4" - F 5/16"

M 1/4" - F 1/4"

M 1/4" - F 1/4"

WASHER RUBBER 1/4"-5/16"

TAPS WITH DEPRESSOR

MODEL MATERIAL SIZE

UNIVERSAL DEPRESSOR BRASS

TYPE

UNIVERSAL CORE REMOVER 1/4"-5/16" SAE

ACCESSORIES FOR TUBES - DEPRESSORS - WASHERS

TYPE

UNIVERSAL DOUBLE VALVE SCREWER

BOX WITH UNIVERSAL CORE REMOVER KIT

VALVE SCREWER
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CODE PCS.

1604.50 10

1604.51 50

1604.52 50

1604.53 50

1604.54 10

1604.55 10

1604.56 25

1604.57 50

1604.58 100

CODE Ø TUBO PCS.

1604.70 22 mm. 10

1604.71 18 mm. 20

1604.72 16 mm. 25

1604.73 12 mm. 50

1604.74 10 mm. 50

1604.75 6 mm. 50

1604.76 / 25

1604.77 / 50

1604.78 / 50

1604.79 / 50

1604.80 / 50

CODE PCS.

1605.10A 1

1605.11 1

CODE STATUS PCS.

1605.31 LIQUID 12

1605.30 LIQUID 1

TYPE CONTENT

EUROFLUX 1 lt.

EUROFLUX 5 lt.

FOGGY NEBULIZER

ALFACLEAN DISINFECTANT 500 ml.

UNCORROSIVE LIQUID WITHOUT RESIDUES FOR CONDITIONING 
CIRCUITS

ULTRASOUND CLEANING SYSTEM FOR SPRAYING AND SANITISING AIR 
TREATMENT UNIT

VERSION USE

F 3/8" BLIND BRASS

F 1/4" BLIND BRASS

F 5/16" BLIND BRASS

F 1/4" BRASS

F 5/8" BLIND BRASS

F 1/2" BLIND BRASS

F 5/8" BRASS

F 1/2" BRASS

F 3/8" BRASS

THREAD MATERIAL

F 7/8" BRASS

F 3/4" BRASS

M 1/4" - M 1/4" BRASS

NUTS FOR 45° JOINTS

M 5/8" - M 5/8" BRASS

M 1/2" - M 1/2" BRASS

M 3/8" - M 3/8" BRASS

M 1/4" - M 1/2" BRASS

M 1/4" - M 3/8" BRASS

M 3/4" - M 3/4" BRASS

THREAD MATERIAL

M 1/2" - M 3/4" BRASS

M 3/8" - M 1/2" BRASS

DOUBLE 45° FLARE JOINT
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CODE PCS.

1604.90 25

1604.91 25

1604.92 25

1604.93 25

1604.94 25

1604.95 25

1604.96 25

1604.97 25

1604.98 10

1604.99 10

CODE VERSION PIEZO PCS.

542.050 EUROFIRE YES 1

542.052 1

CODE POWER
FLAME 
TEMP. PCS.

542.060 2,1 Kw 1800° C 1

CODE PCS.

542.090 1

CODE THREAD PCS.

542.101 M 12x1 1

542.102 7/16" 1

VERSION CAPACITY

OXYGEN BOTTLE 1 lt. - 110 bar

MAXI GAS CARTRIDGE 610 ml.

TURBOSET 90 3050° C

TURBOSET 90 CARTRIDGES

PORTABLE WELDING TURBOSET EQUIPPED WITH OXYGEN BOTTLE -

VERSION TEMPERATURE

WORKING TEMP. CONSUMPTION

800° C 130 g/h max

COMPOSITION TEMPERATURE

WELDER + CARTRIDGE 1650° C

MAPP GAS SPARE CARTRDIGE

EUROFIRE Ø 22 PIEZO WELDER WITH 7/16" CONNECTION WITH MAXI 
GAS CARTRIDGE FOR UPSIDE-DOWN USE TOO

M 3/4" - F 5/8" BRASS

EUROFIRE Ø 22 UNIVERSAL WELDER WITH CARTRIDGE FOR 
UPSIDEDOWN USE TOO

M 1/2" - F 5/8" BRASS

M 5/8" - F 1/2" BRASS

M 5/8" - F 3/4" BRASS

M 3/8" - F 1/2" BRASS

M 1/2" - F 1/4" BRASS

M 1/2" - F 3/8" BRASS

M 1/4" - F 3/8" BRASS

M 1/4" - F 1/2" BRASS

M 3/8" - F 1/4" BRASS

45° FLARE JOINTS                                                                                              
(2-WAYS ELBOW JOINTS OR 3-WAYS T JOINTS ON REQUEST)

THREAD MATERIAL
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CODE PIEZO PCS.

542.150 YES 1

542.151 1

CODE PIEZO PCS.

541.010 NO 1

CODE PIEZO PCS.

541.020 NO 1

CODE TYPE PIEZO PCS.

542.152 7/16" YES 1

CODE TYPE PCS.

542.153 7/16" 1

CODE PCS.

542.110 1

542.111 1

542.112 1

SILVER + DEOXIDIZER UNIVERSAL HIGH

SOLDER PLUMBING REPAIRS LOW

MATERIAL USE RESISTANCE

COPPER + PHOSPHORUS WELDING-BRAZING HIGH

VERSION

MAPP GAS CARTRIDGE JOINT

WELDING AND BRAZING CONTRIBUTION MATERIALS

DIAMETER

22

MAPP GAS CARTRIDGE JOINT FOR 7/16" WELDER

Ø BURNER

22 mm.

EUROFIRE Ø 22 WELDER FOR MAXI GAS CARTRIDGES

Ø BURNER

21 + 24 PER PIPES + FLAT FLAME 

WELDING TORCH KIT WITH CARTRIDGE-HOLDER AND 

EUROFIRE FOR MAPP GAS CARTRIDGE

7/16" MAXI GAS CARTRIDGE JOINT

CARTRIDGE WELDING KIT WITH 3 BURNERS

EUROFIRE Ø 22 WELDER FOR UPSIDE-DOWN USE TOO

VERSION
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       quant'altro indicato nel presente catalogo non sono vincolanti e possono subire variazioni senza alcun obbligo di 

       preavviso.

   -   Tutti gli articoli contenuti nel presente catalogo sono coperti da assicurazione R.C. prodotti stipulata con una delle 

       principali compagnie nazionali.

   -   Per qualsiasi controversia giudiziaria, nessuna esclusa, il Foro competente sarà quello di Brescia.

       dei materiali e delle descrizioni per le prestazioni tecniche, che possono comunque subire variazioni.

   -   All descriptions mentioned in this catalogue are not determing in order to components and technical performances 

   -   All products are covered by guarantee for 12 months after the delivery's date (except for different indications 

       mentioned on the products). The guarantee is limited only to the replacement of the faulty product for construction's 

       defects. Eurogas declines all responsibilities due to wrong installation, incorrect application of the products or 

       non-respect of the norms in force.

       and they can be changed everytime without notice.

   -   All articles mentioned in this catalogue are covered by "Product's Insurance" undersigned with one of the leading 

       national insurance companies.

   -   The competent Court in Brescia will judge any forced dispute.

       of the products, which could be changed in any case.

   -   All photos and tests printed in this catalogue are absolute ownership of Eurogas and therefore they cannot be 

       reproduced without Eurogas written authorization.

   -   Eurogas responsibility is limited to the products' quality; pictures, explanations, sizes packings etc. are not binding

   -   The buyer should report any flaw or defect to Eurogas within 8 days after receipt of the goods.

   -   Eurogas accepts the restitution of the defected and warranted products only upon written authorization. Anyway 

       the terms of delivery must be free port (Eurogas).

   -   Le foto ed i testi contenuti nel presente catalogo sono di proprietà esclusiva della Eurogas e pertanto è vietata 

       qualsiasi forma di riproduzione se non autorizzata per iscritto dalla Eurogas.

   -   La responsabilità dell'Eurogas è limitata alla qualità dei materiali; le illustrazioni, le misure, le unità d'imballo e

   -   Eventuali vizi e difetti del materiale dovranno essere comunicati alla Eurogas entro 8 giorni dalla data della consegna.

   -   La Eurogas si riserva di accettare resi, a fronte di prodotti riconosciuti difettosi ed in garanzia, previa autorizzazione

       scritta. Le condizioni di reso si intendono franco Eurogas.

   -   Le descrizioni dei componenti, sui prodotti contenuti nel catalogo, non sono determinanti ai fini della componentistica

   -   I prodotti venduti vengono garantiti da anomalie di fabbricazione per un periodo di 12 mesi dalla spedizione

       (salvo diverse indicazioni in relazione al tipo di prodotto). La garanzia si intende limitata alla sostituzione 

       dell'eventuale prodotto riconosciuto difettoso. La ditta Eurogas declina comunque ogni responsabilità conseguente

       all'errata installazione, all'uso improprio dei prodotti o al mancato rispetto delle normative vigenti.
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VIA TICINO N° 10/A  25015  DESENZANO DEL GARDA BRESCIA

TEL.  +39  030.9990471 

www.eurogasitaly.it

info@eurogasitaly.it
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